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Indicators

Indicator Name On/Blinking Explanation Message

Brake System 
Indicator (Red)

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on when the brake fluid 
level is low.

● Comes on if there is a problem with 
the brake system.

● Comes on while driving - Check the 
brake fluid level.

2 What to do when the indicator comes 
on while driving P.439

● Comes on along with the brake system 
indicator (amber) - Immediately stop in a 
safe place. Contact an authorized Acura 
NSX dealer for repair. The brake pedal 
becomes harder to operate. Depress the 
pedal further than you normally do.

● Comes on along with the ABS 
indicator - Have your vehicle checked by 
an authorized Acura NSX dealer.

2 If the Brake System Indicator (Red) 
Comes On P.439

Low Oil Pressure 
Indicator

● Comes on when you set the power 
mode to ON, and goes off when the 
power system starts.

● Comes on when the engine oil 
pressure is low.

● Comes on if there is a problem with 
the engine oil pressure system.

● Comes on while driving - Immediately 
stop in a safe place and set the power 
mode to VEHICLE OFF (LOCK), then 
contact an authorized Acura NSX dealer.

U.S.

Canada

(Red)
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Indicator Name On/Blinking Explanation Message

Electric Parking 
Brake Indicator

● Comes on when the parking brake 
is applied, and goes off when it is 
released.

● Comes on for about 15 seconds 
then goes off when you pull the 
electric parking brake switch with 
the power mode in OFF.

● Comes on for about 15 seconds 
then goes off when you set the 
power mode to OFF with the 
parking brake applied.

● Blinks and the electric parking brake 
system indicator comes on at the same 
time - There is a problem with the electric 
parking brake system. The parking brake 
may not be set.

● Comes on when you press the 
electric parking brake switch 
without depressing the brake pedal.

● Depress the brake pedal to release the 
parking brake.

2 Parking Brake P.344

Electric Parking 
Brake System 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on if there is a problem with 
the electric parking brake system.

● Comes on while driving - Avoid using 
the parking brake and have your vehicle 
checked by an authorized Acura NSX 
dealer immediately.

2 If the Electric Parking Brake System 
Indicator Comes On P.440

U.S.

Canada



72

uuIndicatorsu

In
stru
m
en
t Pan

el

Indicator Name On/Blinking Explanation Message

Automatic Brake 
Hold System 
Indicator

● Comes on when the automatic 
brake hold system is on.

2 Automatic Brake Hold P.347

Automatic Brake 
Hold Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on when the automatic 
brake hold is activated.

2 Automatic Brake Hold P.347 —

U.S.

Canada
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Indicator Name On/Blinking Explanation Message

Brake System 
Indicator 
(Amber)

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on if there is a problem with 
a system related to braking other 
than the conventional brake system.

● Comes on if there is a problem with 
the cooperative control with 
regenerative braking, the electric 
servo brake system, or the hill start 
assist system.

● Comes on while driving - Have your 
vehicle checked by an authorized Acura 
NSX dealer.

● Stays on constantly - Avoid high speeds 
and sudden braking. Take the vehicle to an 
authorized Acura NSX dealer immediately.

● With this indicator on, your vehicle still has 
normal braking ability.

U.S.

Canada

(Amber)

U.S.

Canada
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Indicator Name On/Blinking Explanation Message

POWER SYSTEM 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on if there is a problem with 
the electric vehicle system.

● Comes on while driving - Have your 
vehicle checked by an authorized Acura 
NSX dealer immediately.

READY Indicator

● Comes on when the vehicle is ready 
to drive. 2 Turning on the Power P.309

Active Damper 
System Indicator

● Comes on for a few seconds when 
you change the power mode to ON, 
then goes off.

● Comes on if there is a problem with 
the Active Damper System. The 
speed of the vehicle will be limited.

● Stays on constantly - Have the vehicle 
checked by an authorized Acura NSX 
dealer. With this indicator on, your vehicle 
has normal damping ability without the 
active damper feature.

2 Integrated Dynamics System (IDS) 
P.323

Brake Wear 
Indicator*

● Comes on for a few seconds when 
you change the power mode to ON, 
then goes off.

● Comes on if a worn brake pad is 
detected.

● Comes on while driving - The brake 
pads may need to be replaced. Have your 
vehicle inspected by an authorized Acura 
NSX dealer.

U.S.

Canada

U.S.

Canada

* Not available on all models
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Indicator Name On/Blinking Explanation Message

Malfunction 
Indicator Lamp

● Comes on when you set the power 
mode to ON, and goes off either 
when the power system is on or 
after several seconds if the power 
system did not turn on. If 
“readiness codes” have not been 
set, it blinks five times before it 
goes off.

● Comes on if there is a problem with 
the emissions control system.

● Blinks when a misfire in the 
engine’s cylinders is detected.

● Readiness codes are part of the on board 
diagnostics for the emissions control 
systems.

2 Testing of Readiness Codes P.459
● Comes on while driving - Have your 
vehicle checked by an authorized Acura 
NSX dealer.

● Blinks while driving - Stop in a safe place 
where there are no flammable objects. 
Stop the power system for 10 minutes or 
more, and wait for it to cool down. Then, 
take the vehicle to an authorized Acura 
NSX dealer.

2 If the Malfunction Indicator Lamp 
Comes On or Blinks P.438

● Comes on if there is a problem with 
the gear shift mechanism.

● Comes on and gear position indicator 
blinks at the same time - Have your 
vehicle checked by an authorized Acura 
NSX dealer.

12-Volt Battery 
Charging System 
Indicator

● Comes on when you set the power 
mode to ON, and goes off when 
the power system is on.

● Comes on when the 12-volt battery 
is not charging.

● Comes on while driving - Turn off the 
climate control system and rear defogger 
in order to reduce electricity consumption.

2 If the 12-Volt Battery Charging 
System Indicator Comes On P.438



76

uuIndicatorsu

In
stru
m
en
t Pan

el

Indicator Name On/Blinking Explanation Message

Gear Position 
Indicator

● Indicates the current gear selection.

2 Shifting P.314 —

Transmission 
System Indicator

● The indicated current gear selection 
blinks if there is a problem with the 
transmission system.

● Avoid sudden start and acceleration, and 
stop in a safe place immediately.
Have your vehicle checked by an 
authorized Acura NSX dealer.

● All the gear positions may light for 
several seconds, and go off.

● When all the gear positions light, 
immediately stop your vehicle in a safe 
place.

● Indicators go off if there is no problem. 
However, even if they go off, take your 
vehicle to an authorized Acura NSX dealer 
for inspection.

—

● The indicated current gear selection 
or all the gear positions blink if there 
is a problem with the transmission 
system.

● Immediately stop in a safe place.
2 Emergency Towing P.448

● Have your vehicle checked by an 
authorized Acura NSX dealer.

● The indicated current gear selection 
or all the gear positions blink if you 
cannot select (P due to the 
transmission system failure.

● The power system can be activated as a 
temporary measure.

2 If the Transmission System Indicator 
Blinks along with the Warning 
Message P.442

● Set the parking brake when parking.
● Have your vehicle checked by an 
authorized Acura NSX dealer immediately.
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Seat Belt 
Reminder 
Indicator

● Comes on and the beeper sounds if 
you are not wearing a seat belt 
when you set the power mode to 
ON.

● If the passenger is not wearing a 
seat belt, the indicator comes on a 
few seconds later.

● Blinks while driving if either you or 
the passenger has not fastened a 
seat belt. The beeper sounds and 
the indicator blinks at regular 
intervals.

● The beeper stops and the indicator goes off 
when you and the passenger fasten their 
seat belts.

● Stays on after you or the passenger has 
fastened the seat belt - A detection error 
may have occurred in the sensor. Have your 
vehicle checked by an authorized Acura 
NSX dealer.

2 Seat Belt Reminder P.37

Low Fuel Indicator

● Comes on when the fuel reserve is 
running low (approximately 2.4 
U.S. gal/8.9 Liter left).

● Blinks if there is a problem with the 
fuel gauge.

● Comes on - Refuel your vehicle as soon as 
possible.

● Blinks - Have your vehicle checked by an 
authorized Acura NSX dealer.
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Indicator Name On/Blinking Explanation Message

Anti-lock Brake 
System (ABS) 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● If it comes on at any other time, 
there is a problem with the ABS.

● Stays on constantly - Have your vehicle 
checked by an authorized Acura NSX 
dealer. With this indicator on, your vehicle 
still has normal braking ability but no 
anti-lock function.

2 Anti-lock Brake System (ABS) P.349

Supplemental 
Restraint System 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on if a problem with any of 
the following is detected:
-Supplemental restraint system
-Side airbag system
-Side curtain airbag system
-Knee airbag system
-Seat belt tensioner

● Stays on constantly or does not come 
on at all - Have your vehicle checked by 
an authorized Acura NSX dealer.

Electric Power 
Steering (EPS) 
System Indicator

● Comes on when you set the power 
mode to ON, and goes off when the 
power system is on.

● Comes on if there is a problem with 
the EPS system.

● Stays on constantly or does not come 
on at all - Have your vehicle checked by 
an authorized Acura NSX dealer.

2 If the Electric Power Steering (EPS) 
System Indicator Comes On P.439
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Vehicle Stability 
Assist (VSA®) 
System Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Blinks when VSA® is active.
● Comes on if there is a problem 
with the VSA® system.

● Stays on constantly - Have your vehicle 
checked by an authorized Acura NSX 
dealer.

2 Vehicle Stability Assist (VSA®), aka 
Electronic Stability Control (ESC), 
System P.333

Vehicle Stability 
Assist (VSA®) OFF 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on when you press the 
VSA® OFF button to change VSA® 
mode.

● Comes on when you select TRACK 
mode by the IDS Mode switch.

2 VSA® OFF Button P.334
2 Integrated Dynamics System (IDS) 
P.323
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Indicator Name On/Blinking Explanation Message

Low Tire Pressure/
TPMS Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on if the tire pressure of any 
of the tires becomes significantly 
low.

● Blinks for about one minute, and 
then stays on if there is a problem 
with the TPMS.

● Comes on while driving - Stop in a safe 
place, check tire pressures, and inflate the 
tire(s) if necessary.

● Blinks and remains on - Have your 
vehicle checked by an authorized Acura 
NSX dealer.

System Message 
Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on along with a beep when 
a problem is detected. A system 
message on the driver information 
interface appears at the same time.

● While the indicator is on, roll the right 
selector wheel to see the message again.

● Refer to the Indicators information in this 
chapter when a system message appears 
on the driver information interface. Take 
the appropriate action for the message.

● The driver information interface does not 
return to the normal screen unless the 
warning is canceled, or the right selector 
wheel is rolled.

—
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Indicator Name On/Blinking Explanation Message

Turn Signal and 
Hazard Warning 
Indicators

● Blinks when you operate the turn 
signal lever.

● Blink if you press the hazard 
warning button.

● Does not blink or blinks rapidly - Have 
your vehicle checked by an authorized 
Acura NSX dealer.

2 Replacing Light Bulbs P.387, 388

—

High Beam 
Indicator

● Comes on when the high beam 
headlights are on. — —

Lights On Indicator

● Comes on whenever the light 
switch is on, or in AUTO when the 
exterior lights are on.

● If you set the power mode to VEHICLE OFF 
(LOCK) while the exterior lights are on, a 
chime sounds when the driver’s door is 
opened.

—

Immobilizer 
System Indicator

● Comes on briefly when you set 
the power mode to ON, then goes 
off.

● Comes on if the immobilizer 
system cannot recognize the key 
information.

● Blinks - You cannot start the power system. 
Set the power mode to VEHICLE OFF 
(LOCK), then select the ON mode again.

● Repeatedly blinks - The system may be 
malfunctioning. Have your vehicle checked 
by an authorized Acura NSX dealer.

● Do not attempt to alter this system or add 
other devices to it. Electrical problems can 
occur.

—
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Indicator Name On/Blinking Explanation Message

Security System 
Alarm Indicator

● Blinks when the security system 
alarm has been set.

2 Security System Alarm P.122 —

Keyless Access 
System Indicator

● Comes on for a few seconds when 
you set the power mode to ON, 
then goes off.

● Comes on as soon as a problem is 
detected in the keyless access 
system or keyless starting system.

● Have your vehicle checked by an 
authorized Acura NSX dealer.

CRUISE MAIN 
Indicator

● Comes on when you press the 
CRUISE button. 2 Cruise Control P.330 —

CRUISE 
CONTROL 
Indicator

● Comes on if you have set a speed 
for cruise control. 2 Cruise Control P.330 —

Indicator
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Driver Information Interface Warning and Information Messages
The following messages appear only on the driver information interface. Roll the right selector wheel to see the message again with the 
system message indicator on.

Message Condition Explanation

● Appears when the washer fluid is low. ● Refill the washer fluid.
2 Refilling Window Washer Fluid P.386

● Appears when the scheduled maintenance is due soon.
● Consequently, Service Due Now and Service Past 
Due follow.

2 Maintenance Minder Messages on the Driver 
Information Interface P.367

● Appears when the temperature of the transmission is 
starting to get too hot.

● The performance of the vehicle may be reduced.

● It may not be possible to use the paddle shifters.
● Until the message disappears, reduce your speed and 
allow the system to cool down.

● Appears when the transmission system temperature is 
too high. The vehicle does not operate properly.

● You may find it difficult to accelerate, or to start the 
vehicle on uphill.

● Immediately stop in a safe place in (P.
● Let the engine idle until the message disappears.
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Message Condition Explanation

● Appears when there is a problem with the sensor on the 
12-volt battery.

● Have your vehicle checked by an authorized Acura NSX 
dealer.

2 Checking the 12-Volt Battery P.403

● Appears when the starter system has a problem. ● As a temporary measure, press and hold the ENGINE 
START/STOP button for up to 15 seconds while 
depressing the brake pedal and manually turn on the 
power system.
Have your vehicle checked by an authorized Acura NSX 
dealer.

● Appears after the driver’s door is opened when the 
power mode is in ACCESSORY.

● Press the ENGINE START/STOP button twice with your 
foot off the brake pedal to change the power mode to 
VEHICLE OFF (LOCK).

● Appears when the power mode is in ACCESSORY.

—

U.S.

Canada
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Message Condition Explanation

● Appears when you close the door with the power mode 
in ON without the keyless access remote inside the 
vehicle.

● Disappears when you bring the keyless access remote 
back inside the vehicle and close the door.

2 Keyless Access Remote Reminder P.129

● Appears when the keyless access remote battery 
becomes weak.

● Replace the battery as soon as possible.
2 Replacing the Button Battery P.404

● Appears if the keyless access remote battery is too weak 
to turn on the power system or the key is not within 
operating range to turn on the power system.
A beeper sounds six times.

● Bring the keyless access remote in front of the ENGINE 
START/STOP button to be touched with.

2 If the Keyless Access Remote Battery is Weak P.432

● Appears three seconds after you bring the keyless 
access remote in front of the ENGINE START/STOP 
button when To Start, Hold Remote Near Start 
Button appears. To Start Engine: Brake + Push 
appears sequentially.

● Unless you bring the keyless access remote in front of 
the ENGINE START/STOP button, this message does 
not appear.

2 If the Keyless Access Remote Battery is Weak P.432

● Appears when you set the power mode to ACCESSORY 
or ON. 2 Turning on the Power P.309

● Appears if you press the ENGINE START/STOP button 
while the vehicle is moving.

● The message will disappear after six seconds or when 
the power mode is set to VEHICLE OFF (LOCK).
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Message Condition Explanation

● Appears when you turn the power system on with the 
transmission not in (P.

● Press the (P button.

● Appears when you try to change the gear position after 
the position has automatically been changed to (P with 
the driver’s door open and the driver’s seat belt 
unfastened.

● Press the (P button if you leave the vehicle.

● Appears when you set the power mode to ON without 
fastening the driver’s seat belt.

● Appears when you change the gear position after (P 
has been automatically selected with the driver’s door 
open, the driver’s seat belt unfastened, then the brake 
pedal is released.

● Fasten the seat belt properly before you start to drive.
2 Shift Operation P.316

● Appears when you try to change the gear position 
without depressing the brake pedal.

● Depress the brake pedal, then select a shift button.

● Appears when you try to change the gear position 
without releasing your foot off the accelerator pedal.

● Release your foot from the accelerator pedal, depress 
the brake pedal, then select a gear.
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Message Condition Explanation

● Appears when the park button is pressed while the 
vehicle is moving.

● Appears if you change the gear position to (R while the 
vehicle is moving forward, or to D or M while the vehicle 
is reversing.

● Make sure that the vehicle comes to a stop before 
operating the select button.

● Appears if there is a problem with the electric system.
● Appears when you set the power mode to OFF while 
driving.

● Immediately stop in a safe place and set the parking 
brake.

● Continue driving if the message goes off soon after.
● If there is a problem with the transmission system, the 
transmission system indicator comes on.

2 Transmission System Indicator P.76

● Appears when you change to (N, and press the 
ENGINE START/STOP button within five seconds.

● The gear position remains in (N for 15 minutes, then 
automatically switches to (P.

2 If you want to keep the transmission in (N 
position (car wash mode) P.317

● Appears when the vehicle is stopped with the driver’s 
seat belt unfastened and there is a chance that the 
vehicle may roll unintentionally.

● Press the (P button before release the brake pedal 
when idling, parking or exiting the vehicle.

2 Shift Operation P.316
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Message Condition Explanation

● Appears if any door or the trunk (hatch) is not 
completely closed.

● Appears if any door or the trunk (hatch) is opened while 
driving. The beeper sounds.

● Goes off when all doors and the trunk (hatch) are 
closed.

● Appears if there is a problem with the radiator system. ● Drive slowly to prevent overheating and have your 
vehicle checked by an authorized Acura NSX dealer as 
soon as possible.

● Appears when there is a problem with the headlights. ● Appears while driving - The low beam headlights 
may not be on. When conditions allow you to drive 
safely, have your vehicle checked by an authorized 
Acura NSX dealer as soon as possible.

● Appears if there is a problem with the parking sensor 
system.

● Check if the area around the sensor(s) is covered with 
mud, ice, snow, etc. If the indicator(s) stays on even 
after you clean the area, have the system checked by an 
authorized Acura NSX dealer.

Models with 
parking sensor 
system
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Message Condition Explanation

● Appears if the automatic brake hold is automatically 
canceled while it is in operation.

● Immediately depress the brake pedal.

● Appears when the automatic brake hold system is 
turned off. 2 Automatic Brake Hold P.347

● Appears when the automatic brake hold button is 
pressed without wearing the driver’s seat belt.

● Fasten the driver’s seat belt.
2 Automatic Brake Hold P.347

● Appears when the automatic brake hold button is 
pressed without depressing the brake pedal while the 
automatic brake hold is in operation.

● Press the automatic brake hold button with the brake 
pedal depressed.

2 Automatic Brake Hold P.347

● Appears when the parking brake is applied 
automatically while it is in operation. 2 Automatic Brake Hold P.347

2 Parking Brake P.344
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Message Condition Explanation

● Appears after the 12-volt battery charging system 
indicator comes on.

● Your vehicle has less ability to accelerate and may be 
harder to start on an incline.

● Contact an authorized Acura NSX dealer immediately.

● Appears when the transmission temperature is too low 
to operate (approx. -13°F [-25°C] or below).

● You can start the engine and use the climate control 
system to warm up the interior, which will also warm 
the transmission enough for you to drive the vehicle.

● The engine speed does not increase even if you fully 
depress the accelerator pedal.

● Appears when the High Voltage battery temperature is 
extremely low (-4°F [-20°C]).

● Contact an authorized Acura NSX dealer immediately.
● To prevent the message to come on, store the vehicle in 
the garage or drive in advance to warm up the High 
Voltage battery.

● The minimum operation guarantee environmental 
temperature is -4°F [-20°C].

● Appears when the twin motor unit fluid temperature is 
extremely low.

● Vehicle speed is limited to 109 mph (175 km/h) until 
twin motor unit fluid warms up.

● Appears if the AWD system has a problem due to a 
hybrid system or power distribution control failure.

● Drives with the rear wheels only in this state.
Have your vehicle checked by an authorized Acura NSX 
dealer.
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Message Condition Explanation

● Appears when the engine is running and indicates that 
the engine oil level is low.

● Appears while driving - Immediately stop in a safe 
place.

2 If the Low Oil Level Symbol Appears P.442

● Appears when the engine is running and indicates that 
there is a problem with the oil level sensor.

● Have your vehicle checked by an authorized Acura NSX 
dealer as soon as possible.

● Appears if the engine coolant temperature is 
abnormally high. 2 Overheating P.436

● Appears if there is a problem with the fuel system. 
Engine performance will be limited.

● Immediately stop in a safe place and set the power 
mode to VEHICLE OFF (LOCK), then select the ON mode 
again.
Have your vehicle checked by an authorized Acura NSX 
dealer if the message appears again.

● Appears if there is a temporary problem with the gear 
shift mechanism and initialization is necessary.

● Depress the brake pedal and shift to (P.

● Appears when the transmission is undergoing 
initialization.

● Keep the brake pedal depressed.

● Appears when a temporary problem is fixed. ● Initialization will be completed when the engine is 
restarted.
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Message Condition Explanation

● Appears when a problem with the transmission 
prevents a gear from changing to (R.

● Have your vehicle checked by an authorized Acura NSX 
dealer.

● Appears when the High Voltage battery is extremely low 
and cannot start the power system.

● Have your vehicle checked by an authorized Acura NSX 
dealer.

● Appears when the vehicle cannot be driven by the 
engine.

● Stop your vehicle in a safe place and contact an 
authorized Acura NSX dealer.

● Appears when the engine speed exceeds reduced REV 
LIMIT while engine temperature is low.

● Continue driving at a low engine speed until the engine 
temperature becomes warm.

● Appears when braking ability is reduced due to 
increased fluid consumption in the braking system.

● Slow Down and drive carefully. The message will 
disappear once the brakes have cooled and the system 
has returned to normal operating condition.

● Appears if you are driving at an extremely high speed 
and one or more tires are underinflated.

● Decelerate and drive your vehicle until the message 
disappears.
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Message Condition Explanation

● Appears for a few seconds if you have not pressed the 
(N button long enough to initiate Neutral-Hold mode. 2 If you want to keep the transmission in (N position 

(car wash mode) P.317

● Appears when you press and hold (N button for more 
than 2 seconds.

● Disappears when you set the gear position to other than 
(N.

2 If you want to keep the transmission in (N position 
(car wash mode) P.317

● Appears when the device for starting the vehicle is too 
hot.

● Wait until message disappears.
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Message Condition Explanation

● Appears when launch control cannot be used due to the 
condition of your vehicle. 2 Launch Control P.328

● Appears if you shift the gear or do anything else after 
Launch Mode is ready. 2 Launch Control P.328

● Appears when Launch Mode is ready.

2 Launch Control P.328

● Appears when the temperature of the transmission is 
not in the operable range for launch control. 2 Launch Control P.328

● Appears if the IDS mode cannot be changed due to 
certain situations, such as a system error or adverse 
driving conditions.

2 Integrated Dynamics System (IDS) P.323
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Gauges and Displays 

Gauges
Gauges include the speedometer, tachometer, fuel gauge, temperature gauge, High 
Voltage battery charge level gauge, ASSIST/CHARGE gauge, SH-AWD® 
temperature gauge, and related indicators. They are displayed when the power 
mode is in ON.

Displays your driving speed in mph or km/h.

Shows the number of engine revolutions per minute.

■Engine speed red-zone indication
Alerts you when the engine speed is near the tachometer’s red zone.
When the engine speed exceeds 7,000 rpm, the outer ring of the tachometer flashes 
in red.
To protect the engine from damage, never drive with the tachometer in its red zone.

Displays the amount of fuel left in the fuel tank.

■Speedometer

■Tachometer

■Fuel Gauge

1Speedometer

Press and hold the mph/km/h change button until 
you hear a beep.
The speedometer reading and the displayed 
measurements switch between mph and km/h.

1Fuel Gauge

NOTICE
You should refuel when the needle approaches .
Running out of fuel can cause the engine to misfire, 
damaging the catalytic converter.

The actual amount of remaining fuel may differ from 
the fuel gauge reading.

E
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Displays the temperature of the engine coolant.

Shows the remaining High Voltage battery charge level.

■Electric motor
The degree to which the electric motor is being powered is displayed by the readings 
on the ASSIST side.

■Battery charge in progress
The degree to which the High Voltage battery is being charged is displayed by the 
readings on the CHARGE side.

■Temperature Gauge

■High Voltage Battery Charge Level Gauge

■ASSIST/CHARGE Gauge

1Temperature Gauge

Driving with the temperature gauge pointer in the 
upper zone can cause serious engine damage. Pull 
safely to the side of the road and allow engine 
temperature to return to normal.

2 Overheating P.436

1High Voltage Battery Charge Level Gauge

The High Voltage battery charge level may decrease 
under the following conditions:
•When the 12-volt battery has been replaced.
•When the 12-volt battery has been disconnected.
•When the High Voltage battery control system 
corrects its reading.

The charge level reading will be corrected 
automatically while driving.

Changes in the temperature of the High Voltage 
battery can increase or decrease the battery’s 
charging capacity. If temperature changes cause the 
battery’s capacity to change, the number of 
indicators in the battery charge level gauge may also 
change, even if the amount of charging remains the 
same.
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Displays the temperature of the SH-AWD® system.
A: System performance is severely limited 
due to extreme operating temperature. Stop 
your vehicle in a safe place and contact an 
authorized Acura NSX dealer.
B: System performance is limited due to high 
operating temperature.
C: System is operating at optimum 
performance.
D: System performance is limited due to low 
operating temperature.
E: System is not warm enough for vehicle to 
drive.

Displays the temperature of the engine oil when the IDS is in SPORT+ mode and 
TRACK mode.
Since the actual oil temperature is not measured, the temperature displayed here 
may differ from the actual temperature.

2 Integrated Dynamics System (IDS) P.323

■SH-AWD® Temperature Gauge 1SH-AWD® Temperature Gauge
If the temperature reaches the red zone, stop your 
vehicle in a safe place and allow the system to cool 
down. After that, change the power mode to 
VEHICLE OFF (LOCK) and set the power mode to ON 
again. Even though the system has cooled down, the 
POWER SYSTEM indicator will stay on. Have your 
vehicle inspected by an authorized Acura NSX dealer.

A
B

C

D

E

■Engine Oil Temperature Gauge 1Engine Oil Temperature Gauge

Driving with the temperature gauge pointer in the 
upper zone can cause serious engine damage. Pull 
safely to the side of the road and allow engine 
temperature to return to normal.



98

uuGauges and DisplaysuDriver Information Interface

In
stru
m
en
t Pan

el

Driver Information Interface
The driver information interface shows the odometer, trip meter, outside 
temperature indicator, and other gauges. It also displays important messages such 
as warnings and other helpful information.

Roll the right selector wheel to change the display.

■Switching the Display

Right Selector Wheel

Engine Oil Life

Elapsed TimeBlank Screen

Average Speed

RangeAverage Fuel Economy/
Instant Fuel Economy

Tire Pressure for 
Each Tire

Turn-by-Turn 
Directions

Oil Level Check Assist

Compass
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Press the TRIP button to change the display.

Odometer

Trip A

Trip BTRIP Button

Outside Temperature
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Shows the total number of miles (U.S.) or kilometers (Canada) that your vehicle has 
accumulated.

Shows the total number of miles (U.S.) or kilometers (Canada) driven since the last 
reset. Meters A and B can be used to measure two separate trips.

■Resetting a trip meter
To reset a trip meter, display it, then press and hold the TRIP button. The trip meter 
is reset to 0.0.
When a trip meter is reset, the average fuel economy, the elapsed time, and the 
average speed are also reset.

Shows the outside temperature in Fahrenheit (U.S.) or Celsius (Canada).

■Adjusting the outside temperature display
Adjust the temperature reading up to ± 5°F or ± 3°C if the temperature reading 
seems incorrect.

■Odometer

■Trip Meter

■Outside Temperature

1Trip Meter

Switch between trip meter A and trip meter B by 
pressing the TRIP button.

1Outside Temperature

The temperature sensor is in the front bumper.
Road heat and exhaust from another vehicle can 
affect the temperature reading when your vehicle 
speed is less than 19 mph (30 km/h).

It may take several minutes for the display to be 
updated after the temperature reading has stabilized.

Use the audio system’s customized features to 
correct the temperature.

2 Customized Features P.232
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Shows the estimated average fuel economy of each trip meter in mpg (U.S.) or 
l/100 km (Canada). The display is updated at set intervals. When a trip meter is reset, 
the average fuel economy is also reset.

Shows the instant fuel economy as a bar graph in mpg (U.S.) or l/100 km (Canada).

Shows the estimated distance you can travel on the remaining power and fuel. This 
distance is estimated from the fuel economy of your previous trips.

Shows the time elapsed since Trip A or Trip B was reset.

Shows the average speed in mph (U.S.) or km/h (Canada) since Trip A or Trip B was 
reset.

■Average Fuel Economy

■Instant Fuel Economy

■Range

■Elapsed Time

■Average Speed

1Average Fuel Economy

You can change when to reset the average fuel 
economy.

2 Customized Features P.232

1Range

The displayed range may change even when the 
vehicle is stationary.

1Elapsed Time

You can change when to reset the elapsed time.
2 Customized Features P.232

1Average Speed

You can change when to reset the average speed.
2 Customized Features P.232
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Shows you turn-by-turn driving directions to your destination linked with the 
navigation system*.

2 Refer to the Navigation System Manual

Shows the remaining oil life and Maintenance MinderTM.
2 Maintenance MinderTM P.365

Shows the engine oil level check assist display.
2 Oil Check P.377

Shows each tire’s pressure.
2 Tire Pressure Monitoring System (TPMS) P.339

■Turn-by-Turn Directions

■Engine Oil Life

■Oil Level Check Assist

■Tire Pressure Monitor

1Turn-by-Turn Directions

The driver information interface shows a compass 
when the route guidance is not in use.

You can select whether the turn-by-turn display 
comes on or not during the route guidance.

2 Customized Features P.232

* Not available on all models
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Controls

This chapter explains how to operate the various controls necessary for driving.

Clock..................................................104
Locking and Unlocking the Doors
Key Types and Functions..................105
Low Keyless Access Remote Signal 
Strength.........................................106
Locking/Unlocking the Doors from the 
Outside..........................................107
Locking/Unlocking the Doors from the 
Inside.............................................115
Auto Door Locking/Unlocking..........118
Opening and Closing the Hatch.......119
Security System................................122
Immobilizer System..........................122

Security System Alarm......................122
Opening and Closing the Windows....125
Operating the Switches Around the 
Steering Wheel
ENGINE START/STOP Button.............127
Turn Signals.....................................130
Light Switches..................................131
Daytime Running Lights...................134
Wipers and Washers........................135
Brightness Control...........................136
Rear Defogger/Heated Door Mirror Button.....137
Driving Position Memory System*....138
Adjusting the Steering Wheel...........140

Adjusting the Mirrors.......................141
Interior Rearview Mirror...................141
Power Door Mirrors.........................142
Adjusting the Seats..........................144
Interior Lights/Interior Convenience 
Items................................................149
Interior Lights..................................149
Interior Convenience Items..............151
Climate Control System...................156
Using Automatic Climate Control....156
Automatic Climate Control Sensors......160

* Not available on all models
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Clock

Adjusting the Clock

You can adjust the time in the clock display with the power mode in ON.

■Using the Settings menu on the audio/
information screen

1.Select Settings.
2.Select Clock/Info.
3.Select Clock Adjustment.
4.Select  or  to change hour.
5.Select  or  to change minute, then 
select OK.

■Adjusting the Time

1Adjusting the Clock

The clock is automatically updated through the audio 
system, so the time does not need to be adjusted.

You cannot adjust the time while the vehicle is 
moving.

Models with navigation system

Models with Display Audio

Models without navigation system

1Using the Settings menu on the audio/information screen

You can customize the clock display to show the 12 
hour clock or 24 hour clock.

2 Customized Features P.232

The clock display is set to on by factory default.
You can turn the clock display on and off.

2 Customized Features P.232

The clock is automatically updated when your 
smartphone is connected to the audio system.
You can also adjust the clock by touching the clock 
displayed on the upper right corner of the display.
1.Touch the clock on the display for a few seconds.
2.Select Clock Adjustment.
3.Select  or  to change hour.
4.Select  or  to change minute, then select OK.

Models with Display Audio

3 4

3 4

3 4

3 4
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Locking and Unlocking the Doors

Key Types and Functions
This vehicle comes with the following keys:

Use the keyless access remote to turn on and 
off the power system, to lock and unlock the 
doors and to open the hatch. You can also use 
the keyless access system to lock and unlock 
the doors and hatch.

The built-in key can be used to lock or unlock 
the doors when the keyless access remote 
battery becomes weak and the power door 
lock/unlock operation is disabled.

To remove the built-in key, slide the release 
knob and then pull out the key. To reinstall 
the built-in key, push the built-in key into the 
keyless access remote until it clicks.

1Key Types and Functions

All the keys have an immobilizer system. The 
immobilizer system helps to protect against vehicle 
theft.

2 Immobilizer System P.122

The keys contain precision electronics.
Adhere to the following advice to prevent damage to 
the electronics:
•Do not leave the keys in direct sunlight, or in 
locations with high temperature or high humidity.
•Do not drop the keys or set heavy objects on them.
•Keep the keys away from liquids.
•Do not take the keys apart except for replacing the 
battery.
If the circuits in the keys are damaged, the power 
system may not activate, and the keyless access 
system may not work.
If the keys do not work properly, have them 
inspected by an authorized Acura NSX dealer.

■Keyless Access Remote

Built-in Key

Release Knob
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Contains a number that you will need if you 
purchase a replacement key.

Low Keyless Access Remote Signal Strength
The vehicle transmits radio waves to locate the keyless access remote when locking/
unlocking the doors, opening the hatch, or to activate the power system.

In the following cases, locking/unlocking the doors, opening the hatch, or activating 
the power system may be inhibited or operation may be unstable:
•Strong radio waves are being transmitted by nearby equipment.
•You are carrying the keyless access remote together with telecommunications 
equipment, laptop computers, cell phones, or wireless devices.

•A metallic object is touching or covering the keyless access remote.

■Key Number Tag 1Key Number Tag

Keep the key number tag separate from the key in a 
safe place outside of your vehicle.
If you wish to purchase an additional key, contact an 
authorized Acura NSX dealer.

If you lose your key and you cannot activate the 
power system, contact an authorized Acura NSX 
dealer.

1Low Keyless Access Remote Signal Strength

Communication between the keyless access remote 
and the vehicle consumes the keyless access remote’s 
battery.
Battery life is about two years, but this varies 
depending on regularity of use.
The battery is consumed whenever the keyless access 
remote is receiving strong radio waves. Avoid placing 
it near electrical appliances such as televisions and 
personal computers.
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Locking/Unlocking the Doors from the Outside

When you carry the keyless access remote, the 
outer door handles automatically pop in/out 
and you can lock/unlock the doors and open 
the hatch.
Outer door handles automatically pop in/out 
within about 6 feet (2 m) radius of the outside 
door handle.
You can lock/unlock the doors within a radius 
of about 32 inches (80 cm) of the outside door 
handle. You can open the hatch within about 
32 inches (80 cm) radius from the hatch 
release button.

■Locking the vehicle
Press the door lock button on either door.
uSome exterior lights flash; the beeper 
sounds; both doors lock; both outer door 
handles pop in if they are popped out; 
and the security system sets.

■Using the Keyless Access System 1Using the Keyless Access System

If you do not open a door within 30 seconds of 
unlocking the vehicle, the doors will automatically 
relock and the outer handles of the doors will 
automatically pop back in.

You can lock or unlock doors using the remote 
transmitter or keyless access system only when the 
power mode is in VEHICLE OFF.

•Do not leave the keyless access remote in the 
vehicle when you get out. Carry it with you.
•Even if you are not carrying the keyless access 
remote, you can lock/unlock the doors while 
someone else with the remote is within range.
•The door may be unlocked if the door handle is 
covered with water in heavy rain or in a car wash if 
the keyless access remote is within range.
•If you grip either door handle wearing gloves, the 
door sensor may be slow to respond or may not 
respond by unlocking the doors.
•The door may not open if you pull it immediately 
after gripping the door handle. Grip the handle 
again and confirm that the door is unlocked before 
pulling the handle.
•Even within the 32 inches (80 cm) radius, you may 
not be able to lock/unlock the doors with the 
keyless access remote if it is above or below the 
outside handle.
•The keyless access remote may not operate if it is 
too close to the door and door glass.
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■Unlocking the vehicle
When you walk to the vehicle while carrying 
the keyless access remote, the outer door 
handles will automatically pop out.
The auto pop-out function activates when 
both doors are closed, and the keyless access 
remote is within a 6-foot (2 m) radius of the 
outside door handle.

Pushing out the door handle
To push out the outer door handle manually, 
push the front side inwards.

1Using the Keyless Access System

If you lock the doors and then keep the keyless 
remote within the detection range for more than 2 
minutes, the auto pop-out function will be disabled. 
If the function is disabled, pop out the handle 
manually or use the unlock button on the keyless 
access remote.

If you walk away from the vehicle when the power 
system is on, the auto pop-out function will not 
work.

If you close the doors and take the keyless access 
remote out of the 6-foot (2m) detection range and 
then bring it back into the range within 10 seconds, 
the pop-out function will not work. In this case, pop 
out the door handle manually or use the remote 
transmitter.
If, however, you bring the remote back into range 
after 10 seconds, the handles will automatically pop 
out.
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Grab the driver’s door handle:
uThe driver’s door unlocks.
uSome exterior lights flash twice and the 
beeper sounds twice.

Grab the front passenger’s door handle:
uBoth doors unlock.
uSome exterior lights flash twice and the 
beeper sounds twice.

1Using the Keyless Access System

If the passenger’s door is not opened, the outer 
handle of the passenger’s door will pop back in 30 
seconds after the driver’s door is closed or when the 
gear position is moved out of (P.

If the vehicle is left for more than 8 days, the auto 
pop-out function will not work. In this case, unlock 
the vehicle using the remote transmitter.

2 Auto Pop-Out Main Switch P.111

If the outer handle of a door is popped out and the 
keyless access remote is taken out of the 6-feet (2m) 
detection range, the handle will pop back in after 18 
to 30 seconds.

The light flash, beep and unlock settings can be 
customized using the audio/information screen.

2 Customized Features P.232
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Press the hatch release button:
uThe hatch unlocks and opens.
uThe beeper sounds.
2 Using the Hatch Release Button P.119
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By switching the auto pop-out main switch to OFF, you can disable the auto pop-out 
function. For the purpose of safety and to prevent damaging the vehicle, disable this 
function and manually operate the handle, especially when the vehicle is:
•being shipped by train, truck, or boat.
•going through a car wash.
•having maintenance performed on it.

■To temporarily deactivate the auto pop-out function:
Turn off the auto pop-out main switch in the 
glove box.

■Auto Pop-Out Main Switch 1Auto Pop-Out Main Switch

The auto pop-out function is deactivated in the 
following situations:
•The auto pop-out main switch is turned off.
•The keyless access remote is not within a 6-foot 
(2m) radius of the outside door handle.
•The keyless access remote is in the vehicle.
•The power mode is in ACCESSORY or ON.

Main Switch

ON

OFF



uuLocking and Unlocking the DoorsuLocking/Unlocking the Doors from the Outside

112

C
o
n
tro
ls

■Locking the doors
Press the lock button.
Once:
uSome exterior lights flash, both doors 
lock, both outer door handles pop in, 
and the security system sets.

Twice (within five seconds after the first 
push):
uThe beeper sounds and verifies the 
security system is set.

■Using the Remote Transmitter 1Using the Remote Transmitter

If you do not open a door within 30 seconds of 
unlocking the vehicle with the remote transmitter, 
the doors will automatically relock and the outer 
handles of the doors will automatically pop back in.
You can change the relock timer setting.

2 Customized Features P.232

If the interior light switch is in the door activated 
position, the interior lights come on when you press 
the unlock button.
No doors opened: The lights fade out after 30 
seconds.
Doors relocked with the remote: The lights go off 
immediately.

2 Interior Lights P.149

The remote transmitter uses low-power signals, so 
the operating range may vary depending on the 
surroundings.

The remote will not lock the vehicle when a door is 
open.

LED

Unlock 
Button

Lock 
Button
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■Unlocking the doors
Press the unlock button.
Once:
uSome exterior lights flash twice, the driver’s door unlocks and the driver’s outer 
door handle pops out.

Twice:
uThe passenger’s door unlocks and the passenger’s outer door handle pops out.

1Using the Remote Transmitter

If the distance at which the remote transmitter works 
varies, the battery is probably low.
If the LED does not come on when you press a 
button, the battery is dead.

2 Replacing the Button Battery P.404

You can customize the door unlock mode setting.
2 Customized Features P.232

If the passenger’s door is not opened, the outer 
handle of the passenger’s door will pop back in 30 
seconds after the driver’s door is closed or when the 
gear position is moved out of (P.

To pop out the outer handle of the passenger’s door 
when the gear position is in (P, press the unlock 
button on the remote transmitter or press the master 
door unlock switch.
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If the keyless remote battery or the vehicle battery is dead, use the key instead of the 
keyless remote.

Fully insert the key and turn it.

■Locking the doors
Push the lock tab forward a or push the 
master door lock switch in the lock direction 
b, and close the door.

■Lockout prevention system
The doors cannot be locked when the keyless access remote is inside the vehicle, and 
either door is open.

■Locking/Unlocking the Doors Using a Key 1Locking/Unlocking the Doors Using a Key

When you lock the driver’s door with a key, the 
passenger’s door locks at the same time. When 
unlocking, the driver’s door unlocks first. Turn the 
key a second time within a few seconds to unlock the 
passenger’s door.

If you unlock the doors with the key, the alarm goes 
off when you open the hood or select other than (P 
before the power mode is set to ON.

You can customize the door unlock mode setting.
2 Customized Features P.232

Lock

Unlock

■Locking a Door Without Using a Key 1Locking a Door Without Using a Key

When you lock the driver’s door, the passenger’s 
door locks at the same time.
Make sure you have the key in your hand when you 
lock the driver’s door, any of the other door, 
otherwise you may end up locking the key inside the 
vehicle.
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Locking/Unlocking the Doors from the Inside

■Locking a door
Push the lock tab forward.

■Unlocking a door
Pull the lock tab rearward.

■Using the Lock Tab 1Using the Lock Tab

When you lock the door using the lock tab on the 
driver's door, both doors lock at the same time.
When you unlock the door using the lock tab on the 
driver’s door, only the driver’s door will unlock.

To Unlock

Lock TabTo Lock
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Pull the inner handle.
uThe door unlocks and opens in one 
motion.

Unlocking and opening the driver’s door with the inner handle unlocks both doors.

To avoid both doors to be unlocking, use the lock tab on the driver’s door to unlock, 
then lock again before opening the door.
uThis setting works for one time only. If you do not want both doors to be 
unlocked all the time, customize the Auto Door Unlock setting to Off using 
the audio/information screen.

■Unlocking Using the Inner Handle 1Unlocking Using the Inner Handle

The inner door handles are designed to allow 
occupants to open the door in one motion. However, 
this feature requires that occupants never pull an 
inner handle while the vehicle is in motion.

Inner Handle
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Press the master door lock switch in as shown 
to lock or unlock both doors.

■Using the Master Door Lock Switch 1Using the Master Door Lock Switch

When you lock/unlock the driver’s door using the 
master door lock switch, the passenger’s door locks/
unlocks at the same time.

To Unlock

To Lock

Master Door Lock Switch
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Auto Door Locking/Unlocking
Your vehicle locks and unlocks both doors automatically when a certain condition is 
met.

■Drive lock mode
Both doors lock when the vehicle’s speed reaches about 10 mph (15 km/h).

■Driver’s door open mode
Both doors unlock when the driver’s door is opened.

■Auto Door Locking

■Auto Door Unlocking

1Auto Door Locking/Unlocking

You can turn off or change to another auto door 
locking/unlocking setting using the audio/
information screen.

2 Customized Features P.232
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Opening and Closing the Hatch

Precautions for Opening/Closing the Hatch
■Opening the hatch
Open the hatch all the way.
uIf it is not fully opened, the hatch may begin to close under its own weight.

■Closing the hatch
Keep the hatch closed while driving to:
uAvoid possible damage.
uPrevent exhaust gas from leaking into the vehicle.
2 Exhaust Gas Hazard P.67

Using the Hatch Release Button
Press the hatch release button on the driver’s 
door unlocks and opens the hatch.

2 When You Cannot Open the Hatch P.450

Hatch Release Button
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Push the release button on the hatch after the 
doors are unlocked.

2 When You Cannot Open the Hatch P.450

Even if the hatch is locked, you can open the 
hatch if you carry the keyless access remote.
uThe beeper sounds.

Using the Remote Transmitter
Press the hatch release button for 
approximately one second to unlock and open 
the hatch.

1Using the Hatch Release Button

•If you forget the remote inside, the beeper will 
sound and the hatch will not close.
•A person who is not carrying the keyless access 
remote can unlock the hatch if a person who is 
carrying it is within range.
•If the beeper sounds after close the hatch, move 
the keyless access remote away from the trunk and 
close again. 
•The keyless access remote may not operate if it is 
too close to the hatch.

Hatch 
Release 
Button
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Hatch Main Switch
The hatch main switch disables the hatch 
release button on the remote transmitter, the 
hatch release button on the hatch and the 
hatch release button on the driver’s door to 
protect luggage in the trunk.
1.Turn off the hatch main switch in the glove 
box.

2.Lock the glove box.

Emergency Hatch Opener
The hatch release lever allows you to open the 
hatch from inside for your safety.

Slide the release lever in the direction of the 
arrow.

1Hatch Main Switch

If you need to give the key to someone else, remove 
the built-in key from the keyless access remote by 
sliding the release knob, and give the remote as a 
valet key.

Main Switch

ON

OFF

1Emergency Hatch Opener

Parents should decide if their children should be 
shown how to use this feature.

Lever
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Security System

Immobilizer System
The immobilizer system prevents a key that has not been pre-registered from 
starting the power system. Each key contains electronic transmitters that use 
electronic signals to verify the key.

Pay attention to the following when pressing the ENGINE START/STOP button:
•Do not allow objects that emit strong radio waves near the ENGINE START/
STOP button.

•Make sure the key is not covered by or touching a metal object.
•Do not bring a key from another vehicle’s immobilizer system near the ENGINE 
START/STOP button.

•Do not put the key near magnetic items. Electronic devices, such as a televisions 
and audio systems emit strong magnetic fields. Note that even a key chain can 
become magnetic.

Security System Alarm
The security system alarm activates when the hood, hatch or doors are forcibly 
opened. The alarm does not go off if the hatch or doors are opened with the key, 
remote transmitter or keyless access system.

However, the alarm goes off when a door is opened with the key, then select other 
than (P or the hood is opened before the power mode is set to ON.

■When the security system alarm activates
The horn sounds intermittently, and some exterior lights flash.

■To deactivate the security system alarm
Unlock the vehicle using the remote transmitter or keyless access system, or the 
power mode is set to ON. The system, along with the horn and flashing lights, is 
deactivated.

1Immobilizer System

NOTICE
Leaving the keyless access remote in the vehicle can 
result in theft or accidental movement of the vehicle.
Always take the remote with you whenever you leave 
the vehicle unattended.

Do not alter the system or add other devices to it.
Doing so may damage the system and make your 
vehicle inoperable.

1Security System Alarm

The security alarm continues for a maximum of two 
minutes until the security system deactivates.
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■Setting the security system alarm
The security system alarm automatically sets when the following conditions have 
been met:
•The power mode is set to VEHICLE OFF (LOCK).
•The hood and hatch are closed.
•Both doors are locked from outside with the key, remote transmitter or keyless 
access system.
■When the security system alarm sets
The security system indicator in the instrument panel blinks. When the blinking 
interval changes after about 15 seconds, the security system is set.
■To cancel the security system alarm
The security system is canceled when the vehicle is unlocked using the remote 
transmitter, keyless access system, or the power mode is set to ON. The security 
system indicator goes off at the same time.

1Security System Alarm

Do not set the security system alarm when someone 
is in the vehicle or a window is open. The system can 
accidentally activate when:
•The door is unlocked with the lock tab.
•The hatch is opened with the hatch release button 
on the driver’s door or with the emergency hatch 
opener.
•The gear position is shifted out of (P.
•The hood is opened with the hood release.

If the 12-volt battery goes dead after you have set the 
security system alarm, the security alarm may go off 
once the 12-volt battery is recharged or replaced.
If this occurs, deactivate the security system alarm by 
unlocking a door using the remote transmitter or 
keyless access system.

Do not alter the system or add other devices to it. 
Doing so may damage the system and make your 
vehicle inoperable.

Do not open the hatch with the key unless it is an 
emergency.
Opening the hatch with the key will trigger the 
security system.

2 When You Cannot Open the Hatch P.450
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■The panic button on the remote 
transmitter

If you press the panic button for 
approximately one second, the following will 
occur for about 30 seconds:
•The horn sounds.
•Some exterior lights flash.

■Canceling panic mode
Press any button on the remote transmitter, or set the power mode to ON.

■Panic Mode

Panic 
Button
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Opening and Closing the Windows

Opening/Closing the Power Windows
The power windows can be opened and closed when the power mode is in ON, 
using the switches on the doors. The driver’s side switches can be used to open and 
close both windows.

The power window lock button on the driver’s side must be switched off (not 
pushed in, indicator off) to open and close the passenger’s window from the 
passenger’s side.

When the power window lock button is pushed in, the indicator comes on and you 
can only operate the driver’s window. Turn the power window lock button on if a 
child is in the vehicle.

■Automatic operation
To open: Push the switch down firmly.
To close: Pull the switch up firmly.

The window opens or closes completely. To 
stop the window at any time, push or pull the 
switch briefly.

■Manual operation
To open: Push the switch down lightly, and 
hold it until the desired position is reached.
To close: Pull the switch up lightly, and hold it 
until the desired position is reached.

■Opening/Closing the Windows with Auto-Open/Close Function

1Opening/Closing the Power Windows

The power windows can be operated for up to 10 
minutes after you set the power mode to VEHICLE 
OFF (LOCK).
Opening either door cancels this function.

Auto Reverse
If a power window senses resistance when closing 
automatically, it stops closing and reverses direction.

The driver’s window auto reverse function is disabled 
when you continuously pull up the switch.

The auto reverse function stops sensing when the 
window is almost closed to ensure that it fully closes.

WARNING
Closing a power window on someone’s 
hands or fingers can cause serious injury.

Make sure your passenger is away from the 
windows before closing them.

ON
OFF

Power Window 
Lock Button

IndicatorDriver’s 
Window 
Switch

Passenger’s 
Window Switch
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To open: Press the unlock button, and then 
within 10 seconds, press it again and hold it. If 
the windows stop midway, repeat the 
procedure.

To open: Unlock the driver’s door with the 
key. Within 10 seconds of returning the key to 
the central position, turn the key in the unlock 
direction and hold it there.
To close: Lock the driver’s door with the key. 
Within 10 seconds of returning the key to the 
central position, turn the key in the lock 
direction and hold it there.

Release the key to stop the windows at the 
desired position. If you want further 
adjustment, repeat the same operation.

■Opening the Windows with the Remote

Unlock 
Button

■Opening/Closing the Windows with the Key

Close

Open
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Operating the Switches Around the Steering Wheel

ENGINE START/STOP Button

■Changing the Power Mode 1ENGINE START/STOP Button

ENGINE START/STOP Button Operating Range

You can start the power system when the keyless 
access remote is inside the vehicle.
The power system may also start if the keyless access 
remote is close to the door or window, even if it is 
outside the vehicle.

If the keyless access remote battery is weak, beeper 
sounds and the To Start, Hold Remote Near Start 
Button message appears on the driver information 
interface.

2 If the Keyless Access Remote Battery is 
Weak P.432

Do not leave the power mode in ACCESSORY or ON 
when you get out.

Operating RangeVEHICLE OFF (LOCK)
The button is off.
The power to all electrical components is turned off.
Blinking in white (when the door is opened).

Press the button.

Without pressing 
the brake pedal

ACCESSORY
The button blinks (in red).
Operate the audio system and other accessories in 
this position.

ON
The button is on in red.
All electrical components can be used.
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If you leave the vehicle for more than 30 minutes with the transmission in (P and 
the power mode in ACCESSORY, the vehicle will automatically go into VEHICLE OFF 
(LOCK) mode to prevent draining the 12-volt battery.

If you open the driver’s door when the power mode is set to ACCESSORY, a warning 
buzzer will sounds.

■Automatic Power Off

■Power Mode Reminder
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Warning buzzers may sound from inside and/
or outside the vehicle to remind you that the 
keyless access remote is out of the vehicle. If 
the buzzer continues even after the remote is 
put back inside, place it to be within its 
operational range.

■When the power mode is in ON
If the keyless access remote is taken out of the 
vehicle, and the driver’s door is closed, 
warning buzzers sound from both inside and 
outside the vehicle. A warning message on 
the driver information interface notifies the 
driver inside that the remote is out.

■When the power mode is in 
ACCESSORY

If the keyless access remote is taken out of the 
vehicle, and the driver’s door is closed, a 
warning buzzer sounds from outside the 
vehicle.

■Keyless Access Remote Reminder 1Keyless Access Remote Reminder

When the keyless access remote is within the 
system’s operational range, and the driver’s door is 
closed, the warning function cancels.

If the keyless access remote is taken out of the vehicle 
after the power system has been turned on, you can 
no longer change the ENGINE START/STOP button 
mode or restart the power system. Always make sure 
if the remote is in your vehicle when you operate the 
ENGINE START/STOP button.

Removing the keyless access remote from the vehicle 
through a window does not activate the warning 
buzzer.

Do not put the keyless access remote on the 
dashboard or in the glove box. It may cause the 
warning buzzer to go off. Under some other 
conditions that can prevent the vehicle from locating 
the remote, the warning buzzer may also go off even 
if the remote is within the system’s operational 
range.
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Turn Signals
The turn signals can be used when the power 
mode is in ON.

■One-touch turn signal
When you lightly push up or down and release 
the turn signal lever, the exterior turn signals 
and turn signal indicator blink three times.

This feature can be used when signaling for a 
lane change.

Right Turn

Left Turn
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Light Switches

Rotating the light switch turns the lights on 
and off, regardless of the power mode 
setting.

■High beams
Push the lever forward until you hear a click.

■Low beams
When in high beams, pull the lever back to 
return to low beams.

■Flashing the high beams
Pull the lever back, and release it.

■Lights off
Turn the lever to OFF either when:
•The transmission is in (P.
•The parking brake is applied.

To turn the lights on again, turn the lever to 
OFF to cancel the lights off mode. Even if you 
do not cancel the lights off mode, the lights 
come on automatically when:
•The gear position is changed out of (P.
•The parking brake is released.
•The vehicle starts to move.

■Manual Operation 1Light Switches

If you leave the power mode in VEHICLE OFF (LOCK) 
while the lights are on, a chime sounds when the 
driver’s door is opened.

When the lights are on, the lights on indicator in the 
instrument panel will be on.

2 Lights On Indicator P.81

If you sense that the level of the headlights is 
abnormal, have your vehicle inspected by an 
authorized Acura NSX dealer.

Do not leave the lights on when the power system is 
off because it will cause the 12-volt battery to 
discharge.

High Beams

Flashing the high beams
Low Beams

Turns on parking, side marker, 
tail, and rear license plate lights

Turns on headlights, parking, 
side marker, tail, and rear license 
plate lights
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Automatic lighting control can be used when 
the power mode is in ON.

When the light switch is in AUTO, the 
headlights and other exterior lights will switch 
on and off automatically depending on the 
ambient brightness.

You can change the auto light sensitivity 
setting.

2 Customized Features P.232

■Automatic Operation (automatic lighting control) 1Automatic Operation (automatic lighting control)

We recommend that you turn on the lights manually 
when driving at night, in a dense fog, or in dark areas 
such as long tunnels or parking facilities.

The light sensor is in the location shown below.
Do not cover this light sensor with anything; 
otherwise, the automatic lighting system may not 
work properly.

Adjust the auto light sensitivity as follows:

2 Customized Features P.232

Setting
The exterior lights come on 
when the ambient light is at

MAX
HIGH
MID
LOW
MIN

Light Sensor

Bright

Dark
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The headlights automatically come on when the wipers are used several times within 
a certain interval with the headlight switch in AUTO.
The headlights automatically go off a few minutes later if the wipers are stopped.

The headlights, all other exterior lights, and the instrument panel lights turn off 15 
seconds after you set the power mode to VEHICLE OFF (LOCK), take the remote with 
you, and close the driver’s door.

If you set the power mode to VEHICLE OFF (LOCK) with the headlight switch on, but 
do not open the door, the lights turn off after 10 minutes (3 minutes, if the switch 
is in the AUTO position).

The lights turn on again when you unlock or open the driver’s door. If you unlock 
the door, but do not open it within 15 seconds, the lights go off. If you open the 
driver’s door, you will hear a lights on reminder chime.

■Headlight Integration with Wipers

■Automatic Lighting Off Feature

1Headlight Integration with Wipers

This feature activates when the headlights are off in 
AUTO.
The instrument panel brightness does not change 
when the headlights come on.

At dark ambient light levels, the automatic lighting 
control feature turns on the headlights, regardless of 
the number of wiper sweeps.

1Automatic Lighting Off Feature

 You can change the headlight auto off timer setting.
2 Customized Features P.232
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Daytime Running Lights
The daytime running lights come on when the following conditions have been met:
•The power mode is in ON.
•The headlight switch is in AUTO or .
•The parking brake is released.

The daytime running lights are off the headlight switch is turned on, or when the 
headlight switch is in AUTO and it is getting darker outside.

1Daytime Running Lights

The brightness of the daytime running lights is lower 
when the headlight switch is in  than when it is 
in AUTO. When it is in AUTO, the low-beam 
headlights come on once the level of ambient light is 
very low.

U.S. models
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Wipers and Washers

The windshield wipers and washers can be 
used when the power mode is in ON.

■MIST
The wipers run at high speed until you release 
the lever.

■Wiper switch (OFF, INT, LO, HI)
Change the wiper switch setting according to 
the amount of rain.

■Adjusting wiper operation
Turn the adjustment ring to adjust wiper 
operation.

■Washer
Sprays while you pull the lever toward you.
When you release the lever for more than one 
second, the spray stops, the wipers sweep two 
or three more times to clear the windshield, 
then stop.

■Windshield Wiper/Washer 1Wipers and Washers

NOTICE
Do not use the wipers when the windshield is dry.
The windshield will get scratched, or the rubber 
blades will get damaged.

NOTICE
In cold weather, the blades may freeze to the 
windshield.
Operating the wipers in this condition may damage 
wipers. Use the defroster to warm the windshield, 
then turn the wipers on.

If the vehicle speeds up while the wipers are 
operating intermittently, the length of the wipe 
interval shortens.
When the vehicle speeds up, the wiper operation’s 
shortest delay setting () and the LO setting become 
the same.

Turn the washers off if no washer fluid comes out.
The pump may get damaged.

The wiper motor may stop motor operation 
temporarily to prevent an overload. Wiper operation 
will return to normal within a few minutes, once the 
circuit has returned to normal.

If the wipers stop operating due to any obstacle such 
as the build-up of snow, park the vehicle in a safe 
place.
Rotate the wiper switch to OFF, and set the power 
mode to ACCESSORY or VEHICLE OFF (LOCK), then 
remove the obstacle.

MIST

OFF

LO: Low speed wipe

HI: High speed wipe

Pull to 
use 
washer.

INT: Low speed with 
intermittent

Lower speed, fewer sweeps

Higher speed, more sweeps
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Brightness Control
When the power mode is in ON, you can use 
the (+ or (- button to adjust instrument 
panel brightness.
To brighten: Press the (+ button.
To dim: Press the (- button.

You will hear a beep when the brightness 
reaches minimum or maximum. Several 
seconds after you have adjusted the 
brightness, you will be returned to the 
previous screen.

■Brightness level indicator
The brightness level is shown on the driver 
information interface while you are adjusting 
it.

1Brightness Control

Instrument panel brightness varies, depending on 
whether the exterior lights are on or off. The 
instrument panel dims to reduce glare when they are 
on.

When it is bright outside and the headlight 
integration with the wiper is activated, the 
instrument panel brightness does not change.

If you press the (+ button until the brightness display 
is up to max, the beeper sounds. This cancels the 
reduced instrument panel brightness when the 
exterior lights are on.

The brightness can be set differently for when the 
exterior lights are on, and when they are off.

(+ Button

(- Button
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Rear Defogger/Heated Door Mirror Button
Press the rear defogger and heated door 
mirror button to defog the rear window and 
mirrors when the power mode is in ON.

The rear defogger and heated door mirrors 
automatically switch off after 10-30 minutes 
depending on the outside temperature.

However, if the outside temperature is 32°F 
(0°C) or below, they do not automatically 
switch off.

1Rear Defogger/Heated Door Mirror Button

NOTICE
When cleaning the inside of the rear window, be 
careful not to damage the heating wires.
It is critical to wipe the window from side to side 
along the defogger heating wires.

This system consumes a lot of power, so turn it off 
when the window has been defogged.
Also, do not use the system for a long time while the 
power system is stopped. This may weaken the 12-
volt battery, making it difficult to turn the power 
system on.

When the outside temperature is below 41°F (5°C), 
the heated door mirror may activate automatically for 
10 minutes when you set the power mode to ON.
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Driving Position Memory System*

You can store two driver’s seat (except for power lumbar) and outside door mirrors 
position with the driving position memory system.
When you unlock and open the driver’s door with a remote transmitter, or keyless 
access system, the seat and outside door mirrors adjust automatically to one of the 
two preset positions.

When you enter the vehicle, the driver information interface briefly shows you which 
remote transmitter you used to unlock the vehicle.
•DRIVER 1 transmitter is linked to memory button 1.
•DRIVER 2 transmitter is linked to memory button 2.

The driver’s seat moves rearward depending 
on the set seating position once you
•Stop the vehicle.
•Put the transmission in (P.
•Set the power mode to VEHICLE OFF 
(LOCK).

•Then open the driver’s door.
Once the power mode is in the ACCESSORY 
position, the driver’s seat moves to the 
DRIVER 1 or 2 preset position.

1Driving Position Memory System*

Using the audio/information screen, you can disable 
the automatic seat and door mirrors adjustment 
function.

2 Customized Features P.232

The driver’s seat easy exit feature:
•Will tilt slightly forward and then move rearward to 
allow you to more easily exit the vehicle.
•Can be turned ON/OFF.

2 Customized Features P.232

System Operation
The system will not operate if:
•The vehicle speed is above 3 mph (5 km/h).
•Either memory position button is pressed while the 
seat is in motion.
•The seat position is adjusted while in operation.
•The memory 1 or 2 position is set fully to the rear.

DRIVER 1 DRIVER 2

* Not available on all models
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1.Set the power mode to ON. Adjust the 
driver’s seat and the door mirrors to the 
desired position.

2.Press the SET button.
uYou will hear the beep, and the memory 
button indicator light will blink.

3.Press memory button (1 or (2 within five 
seconds of pressing the SET button.
uOnce the seat and the outside mirrors 
position have been memorized, the 
indicator light on the button you pressed 
stays on.

1.Change to (P.
2.Apply the parking brake.
3.Press a memory button ((1 or (2).
uYou will hear the beep, and the indicator 
light will blink.

The seat and the door mirrors will 
automatically move to the memorized 
positions. When it has finished moving, you 
will hear the beep, and the indicator light 
stays on.

■Storing a Position in Memory 1Storing a Position in Memory

After you press the SET button, the storing operation 
will be canceled when:
•You do not press the memory button within five 
seconds.
•You readjust the seat or the outside mirror position 
before the double-beep.
•You set the power mode to any position except 
ON.

SET Button

Memory 
Button 1

Memory 
Button 2

■Recalling the Stored Position 1Recalling the Stored Position

The seat and door mirrors will stop moving if you:
•Press the SET button, or a memory button ((1 or 
(2).
•Adjust the seat position or door mirrors.
•Shift into a position other than (P.

Memory Buttons
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Adjusting the Steering Wheel
The steering wheel height and distance from your body can be adjusted so that you 
can comfortably grip the steering wheel in an appropriate driving posture.

1.Push the steering wheel adjustment lever 
down.
uThe steering wheel adjustment lever is 
under the steering column.

2.Move the steering wheel up or down, and 
in or out.
uMake sure you can see the instrument 
panel gauges and indicators.

3.Pull the steering wheel adjustment lever up 
to lock the steering wheel in position.
uAfter adjusting the position, make sure 
you have securely locked the steering 
wheel in place by trying to move it up, 
down, in, and out.

1Adjusting the Steering Wheel

Make any steering wheel adjustments before you 
start driving.

WARNING
Adjusting the steering wheel position while 
driving may cause you to lose control of the 
vehicle and be seriously injured in a crash.

Adjust the steering wheel only when the 
vehicle is stopped.

To adjust

To lock

Lever
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Adjusting the Mirrors

Interior Rearview Mirror
Adjust the angle of the rearview mirror when you are sitting in the correct driving 
position.

When you are driving after dark, the 
automatic dimming rearview mirror reduces 
the glare from headlights behind you, based 
in inputs from the mirror sensor. This feature 
is always active.

■Automatic Dimming Rearview Mirror

1Adjusting the Mirrors

Keep the inside and outside mirrors clean and 
adjusted for best visibility.

Adjust the mirrors before you start driving.
2 Adjusting the Seat Positions P.144

1Automatic Dimming Rearview Mirror

The auto dimming function cancels when the 
transmission is in (R.
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Power Door Mirrors
You can adjust the door mirrors when the 
power mode is in ON.

■Mirror position adjustment
L/R selector switch: Select the left or right 
mirror. After adjusting the mirror, return the 
switch to the center position.
Mirror position adjustment switch: Press 
the switch left, right, up, or down to move the 
mirror.

Selector 
Switch

Adjustment 
Switch
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If activated, either side door mirror 
automatically tilts downward when you press 
back the (R button; this improves close-in 
visibility on the selected side of the vehicle 
when backing up. The mirror automatically 
returns to its original position when you shift 
out of (R.

To activate this feature, set the power mode 
to ON and slide the selector switch to the left 
or right side.

If activated, passenger side door mirror 
automatically tilts downward when you press 
back the (R button; this improves close-in 
visibility on the passenger side of the vehicle 
when backing up. The mirror automatically 
returns to its original position when you shift 
out of (R.

To activate this feature, set the power mode 
to ON and slide the selector switch to the 
passenger side.

■Reverse Tilt Door Mirror

Slide the selector switch to left 
or right to tilt down either side 
door mirror.

Models with driving position memory system

Selector Switch

Models without driving position memory system
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Adjusting the Seats

Adjust the driver’s seat as far back as possible 
while allowing you to maintain full control of 
the vehicle. You should be able to sit upright, 
well back in the seat and be able to 
adequately depress the pedals without 
leaning forward, and grip the steering wheel 
comfortably. The passenger’s seat should be 
adjusted in a similar manner, so that it is as far 
back from the front airbag in the dashboard 
as possible.

■Adjusting the power seats*

1Adjusting the Seats

The National Highway Traffic Safety Administration 
and Transport Canada recommend that drivers allow 
at least 10 inches (25 cm) between the center of the 
steering wheel and the chest.

Always make seat adjustments before driving.

WARNING
Sitting too close to a front airbag can result 
in serious injury or death if the front 
airbags inflate.

Always sit as far back from the front 
airbags as possible while maintaining 
control of the vehicle.

Move back.

Allow sufficient 
space.

■Adjusting the Seat Positions

Horizontal 
Position 
Adjustment

Seat-back Angle 
Adjustment

Driver’s seat is shown.

* Not available on all models
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■Lumbar Support Adjustment Switch*

Press the top: To increase the higher part of 
the lumbar support.
Press the bottom: To increase the lower part 
of the lumbar support. (The higher part 
support is decreased.)
Press the front: To increase the entire 
lumbar support.
Press the rear: To decrease the entire lumbar 
support.

Higher part of 
the Lumbar 
support

Lumbar 
Support 
Adjustment 
Switch

Lower part of 
the Lumbar 
support

* Not available on all models
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■Adjusting the manual seats* 1Adjusting the manual seats*

Once a seat is adjusted correctly, rock it back and 
forth to make sure it is locked in position.

Horizontal Position 
Adjustment
Pull up on the bar to move the 
seat, then release the bar.

Seat-back Angle 
Adjustment
Pull up the lever to 
change the angle.Driver’s seat is shown.

* Not available on all models



147

uuAdjusting the Seatsu

C
o
n
tro
ls

Adjust the driver’s seat-back to a comfortable, 
upright position, leaving ample space 
between your chest and the airbag cover in 
the center of the steering wheel.

The passenger should also adjust their seat-
back to a comfortable, upright position.

Reclining a seat-back so that the shoulder part of the belt no longer rests against the 
occupant’s chest reduces the protective capability of the belt. It also increases the 
chance of sliding under the belt in a crash and being seriously injured. The farther a 
seat-back is reclined, the greater the risk of injury.

■Adjusting the Seat-Backs 1Adjusting the Seat-Backs

Do not put a cushion, or other object, between the 
seat-back and your back. Doing so may interfere with 
proper seat belt or airbag operation.

If you cannot get far enough away from the steering 
wheel and still reach the controls, we recommend 
that you investigate whether some type of adaptive 
equipment may help.

WARNING
Reclining the seat-back too far can result in 
serious injury or death in a crash.

Adjust the seat-back to an upright position, 
and sit well back in the seat.
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Maintain a Sitting Proper Position
After all occupants have adjusted their seats and put on their seat belts, it is very 
important that they continue to sit upright, well back in their seats, with their feet 
on the floor, until the vehicle is safely parked and the power system is off.

Sitting improperly can increase the chance of injury during a crash. For example, if 
an occupant slouches, lies down, turns sideways, sits forward, leans forward or 
sideways, or puts one or both feet up, the chance of injury during a crash is greatly 
increased.

In addition, an occupant who is out of position in the seat can be seriously or fatally 
injured in a crash by striking interior parts of the vehicle or being struck by an 
inflating front airbag.

1Maintain a Sitting Proper Position

WARNING
Sitting improperly or out of position can 
result in serious injury or death in a crash.

Always sit upright, well back in the seat, 
with your feet on the floor.
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Interior Lights/Interior Convenience Items

Interior Lights

■ON
The interior lights come on regardless whether 
the doors are open or closed.
■Door activated
The interior lights come on in the following 
situations:
•When either of the doors are opened.
•You unlock the driver’s door.
•When the power mode is set to VEHICLE 
OFF (LOCK).

■OFF
The interior lights remain off regardless 
whether the doors are open or closed.

■Interior Light Switches 1Interior Light Switches

In the door activated position, the interior lights fade 
out and go off about 30 seconds after the doors are 
closed.
The lights go off after 30 seconds in the following 
situations:
•When you unlock the driver’s door but do not open 
it.
•When you set the power mode to VEHICLE OFF 
(LOCK) but do not open a door.
You can change the interior lights dimming time.

2 Customized Features P.232

The interior lights go off immediately in the following 
situations:
•When you lock the driver’s door.
•When you close the driver’s door in ACCESSORY 
mode.
• When you set the power mode to ON.

If you leave either door open in VEHICLE OFF (LOCK) 
mode, the interior lights go off after about 15 
minutes.

Door Activated Position

Off

On



uuInterior Lights/Interior Convenience ItemsuInterior Lights

150

C
o
n
tro
ls

The map lights can be turned on and off by 
pressing the  (map light) button.

■Map Lights 1Map Lights

When the ceiling light switch is in the door activated 
position and either door is open, the map light will 
not go off when you press the  (map light) button.
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Interior Convenience Items

Pull the handle to open the glove box.
You can lock the glove box with the built-in 
key.

■Glove Box 1Glove Box

WARNING
An open glove box can cause serious injury 
to your passenger in a crash, even if the 
passenger is wearing the seat belt.

Always keep the glove box closed while 
driving.

Glove Box

Handle
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Pull the lid to open the console compartment.

■Console Compartment
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Insert the beverage holders into the passenger 
side of the center console.

■Beverage Holders 1Beverage Holders

NOTICE
Spilled liquids damage the upholstery, carpeting, and 
electrical components in the interior.
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The accessory power socket can be used when the power mode is in ACCESSORY or 
ON.

■Accessory power socket
Open the cover to use it.

■Accessory Power Socket 1Accessory Power Socket

NOTICE
Do not insert an automotive type cigarette lighter 
element.
The power socket can overheat.

The accessory power socket is designed to supply 
power for 12-volt DC accessories that are rated 180 
watts (15 amps) or less.

To prevent draining the 12-volt battery, use the 
power socket only when the power system on.
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The power mode must be in ON to use the 
seat heaters. The HI setting heats the seats 
faster than the LO setting.

Press the seat heater button:
Once - The HI setting (three indicators on)
Twice - The MID setting (two indicators on)
Three times - The LO setting (one indicator on)
Four times - The OFF setting (no indicators on)

Once a comfortable temperature has been 
reached using HI setting, select MID or LO to 
keep the seat warm.

■Seat Heaters* 1Seat Heaters*

Do not use the seat heaters even in LO when the 
power system is off. Under such conditions, the 12-
volt battery may be weakened, making the power 
system difficult to start.

WARNING
Heat induced burns are possible when 
using seat heaters.

Persons with a diminished ability to sense 
temperature (e.g., persons with diabetes, 
lower-limb nerve damage, or paralysis) or 
with sensitive skin should not use seat 
heaters.

* Not available on all models
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Climate Control System

Using Automatic Climate Control
The automatic climate control system maintains the interior temperature you select. 
The system also selects the proper mix of heated or cooled air to raise or lower the 
interior temperature to your preference as quickly as possible.

Use the system when the power mode is ON.
1.Press the AUTO button.
2.Adjust the interior temperature using the driver’s side or passenger’s side control 
buttons.

3.Press the  button to cancel.

1Using Automatic Climate Control

Press the CLIMATE button to display A/C, MODE, fan 
control information on the audio/information screen 
for several seconds. Select icon to turn on or off A/C, 
change the vent mode, or change the fan speed.

If any buttons are pressed while using the climate 
control system in auto, the function of the button 
that was pressed will take priority.

The AUTO indicator will go off, but functions 
unrelated to the button that was pressed will be 
controlled automatically.

To prevent cold air from blowing in from outside, the 
fan may not start immediately when the AUTO 
button is pressed.

If the interior is very warm, you can cool it down 
more rapidly by partially opening the windows, 
turning the system to AUTO, and setting the 
temperature to low. Change the fresh mode to 
recirculation mode until the temperature cools down.

When you set the temperature to the lower or upper 
limit, Lo or Hi is displayed.

Pressing the  button switches the climate control 
system on or off. When turned on, the system returns 
to your last selection.

*1: MID vents provide supplemental air to the lower 
body of the occupant(s). MID vents can be used 
together with any other vent mode.

Dashboard 
vents

Dashboard 
and floor 
vents

Floor vents Floor and 
defroster 
vents

MID vents*1



157

uuClimate Control SystemuUsing Automatic Climate Control

Continued

C
o
n
tro
ls

■Switching between the recirculation and fresh air modes
Press the  (recirculation) button and switch the mode depending on 
environmental conditions.
Recirculation mode (indicator on): Recirculates air from the vehicle’s interior through 
the system.
Fresh air mode (indicator off): Maintains outside ventilation. Keep the system in 
fresh air mode in normal situations.
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Pressing the  (windshield defroster) button 
turns the air conditioning system on and 
automatically switches the system to fresh air 
mode.

Press the  button again to turn off, the 
system returns to the previous settings.

■To rapidly defrost the windows
1.Press the  button.
2.Press the  button.

■Defrosting the Windshield and Windows 1Defrosting the Windshield and Windows

For your safety, make sure you have a clear view 
through all the windows before driving.

Do not set the temperature near the upper or lower 
limit.
When cold air hits the windshield, the outside of the 
windshield may fog up.

If the side windows fog up, adjust the vents so that 
the air hits the side windows.

1To rapidly defrost the windows

After defrosting the windows, switch over to fresh air 
mode. If you keep the system in recirculation mode, 
the windows may fog up from humidity. This 
impedes visibility.
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Synchronized Mode

You can set the temperature synchronously for the driver’s side and the passenger’s 
side in synchronized mode.
1.Press the SYNC button.
uThe system switches to synchronized mode.
2.Adjust the temperature using the driver’s side temperature control buttons.

Press the SYNC button to return to dual mode.

1Synchronized Mode

When the system is in dual mode, the driver’s side 
temperature and the passenger’s side temperature 
can be set separately.

SYNC Button

Driver Side 
Temperature 
Control 
Button

Passenger Side 
Temperature 
Control 
Button
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Automatic Climate Control Sensors
The automatic climate control system is 
equipped with sensors. Do not cover or spill 
any liquid on them.

Sensor

Sensor
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Features

This chapter describes how to operate technology features.

Audio System
About Your Audio System................162
USB Ports.........................................163
Audio System Theft Protection.........164
Audio Remote Controls....................165
Audio System Basic Operation........166
Audio/Information Screen................167
Adjusting the Sound........................181
Display Setup...................................182
Voice Control Operation..................184
Playing FM Radio.............................188
Playing SiriusXM® Radio*.................192
Playing an iPod................................199

Song By VoiceTM (SBV)......................202
Playing Pandora®*............................206
Playing a USB Flash Drive.................208
Playing Bluetooth® Audio.................211
Wi-Fi Connection.............................213
Siri Eyes Free....................................215
Apple CarPlay..................................216
Android Auto...................................219

Audio Error Messages
iPod/USB Flash Drive........................223
Pandora®.........................................224
Android/Apps..................................225

General Information on the Audio System
SiriusXM® Radio Service*.................226

Compatible iPod, iPhone, and USB Flash 
Drives............................................227
Legal Information on Apple CarPlay/
Android Auto.................................228
About Open Source Licenses............230
License Information.........................231
Customized Features........................232
Defaulting All the Settings...............254
HomeLink® Universal Transceiver...255
Bluetooth® HandsFreeLink®
Using HFL........................................258
HFL Menus......................................261
AcuraLink®*.......................................292

* Not available on all models


