
GAUGES

E184961

Information display. See Information Displays (page 86).A
Speedometer.B
Engine coolant temperature gauge.C
Tripmeter reset and distance to empty toggle button.D
Fuel gauge.E
Tachometer.F

Information Display
Odometer
Registers the distance your vehicle has
traveled.

Outside Air Temperature
Shows the outside air temperature.

Trip Computer
See Trip Computer (page 89).

Vehicle Settings and Personalization
See General Information (page 86).

Engine Coolant Temperature
Gauge

WARNING
Never remove the coolant reservoir
cap while the engine is running or hot.
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At normal operating temperature, the
needle will remain in the center section.
If the needle enters the red section, the
engine is overheating. Stop your vehicle as
soon as it is safe to do so and switch the
engine off. Determine the cause once the
engine has cooled down. See Engine
Coolant Check (page 218).
Note:Do not restart the engine until the
cause of overheating has been determined
and resolved.

Tripmeter Reset and Distance to
Empty (If Equipped)
Press the button to change between the
tripmeter and distance to empty
information.  Press and hold the button to
reset the tripmeter.

Fuel Gauge
Note:The fuel gauge may vary slightly
when your vehicle is moving or on a gradient.

Switch the ignition on.  The fuel gauge will
indicate approximately how much fuel is
in the fuel tank.  The arrow adjacent to the
fuel pump symbol indicates on which side
of your vehicle the fuel filler door is located.
The needle should move toward F when
you refuel your vehicle. If the needle points
to E after adding fuel, this indicates your
vehicle needs service soon.
After refueling some variability in needle
position is normal:
• It may take a short time for the needle
to reach F after leaving the gas station.
This is normal and depends upon the
slope of pavement at the gas station.

• The fuel amount dispensed into the
tank is a little less or more than the
gauge indicated. This is normal and
depends upon the slope of pavement
at the gas station.

• If the gas station nozzle shuts off
before the tank is full, try a different
gas pump nozzle.

Low Fuel Reminder
A low fuel reminder triggers when the fuel
gauge needle is at 1/16th.

Variations:

Distance-to-emptyFuel gauge positionDriving type (fuel economy
conditions)

35 miles to 80 miles (56 km
to 129 km)

1/16thHighway driving

35 miles (56km)1/16thSevere duty driving (trailer
towing, extended idle)
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WARNING LAMPS AND
INDICATORS
The following warning lamps and
indicators alert you to a vehicle condition
that may become serious.  Some lamps
illuminate when you start your vehicle to
make sure they work.  If any lamps remain
on after starting your vehicle, refer to the
respective system warning lamp for further
information.
Note:Some warning indicators appear in
the information display and operate the
same as a warning lamp but do not
illuminate when you start your vehicle.

Airbag Warning Lamp

E67017
If it does not illuminate when you
switch the ignition on, continues
to flash or remains on when the

engine is running, this indicates a
malfunction.  Have your vehicle checked
as soon as possible.

Anti-Lock Brake System Warning
Lamp

If it illuminates when you are
driving, this indicates a
malfunction.  Your vehicle

continues to have normal braking without
the anti-lock brake system function.  Have
your vehicle checked as soon as possible.

Brake System Warning Lamp
WARNING

Driving extended distances with the
parking brake engaged can cause
brake failure and the risk of personal

injury.

E138644
It illuminates when you engage
the parking brake and the
ignition is on.

If it illuminates when your vehicle is
moving, make sure the parking brake is
disengaged.  If the parking brake is
disengaged, this indicates low brake fluid
level or a brake system fault.  Have your
vehicle checked immediately.

Diesel Warning Lamps (If Equipped)

Diesel Exhaust Fluid Warning Lamp

E163176
It illuminates when the diesel
exhaust fluid is low.
If it illuminates, the information

display message advises whether it is
diesel exhaust fluid level related or due to
a system malfunction. If the diesel exhaust
fluid level is sufficient, this indicates a
system malfunction. Have your vehicle
checked as soon as possible.

Glow Plug Indicator
If it illuminates, wait until it turns
off before starting.

Water In Fuel Warning Lamp
When you start the engine the
water in fuel indicator lamp turns
off after a short period of time.

If it illuminates when the engine is running
this indicates there is excess water in the
fuel filter.  This occurs when approximately
7 fl oz (200 ml) of water accumulates in
the fuel filter water trap.  Have your vehicle
checked as soon as possible.
Alternatively you may be able to drain the
fuel filter water trap.
See Draining the Fuel Filter Water Trap
(page 224).
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Note: If it illuminates when the engine is
running after draining the fuel filter water
trap, this indicates a fuel filter service is
required.  Have your vehicle checked as soon
as possible.

Direction Indicator
Flashes during operation.  An
increase in the rate of flashing
warns of a failed indicator bulb.

Door Ajar
It illuminates when you switch
the ignition on and remains on if
any door or the hood is open.

Engine Coolant Temperature
Warning Lamp

If it illuminates when your vehicle
is moving, this indicates that the
engine is overheating.  Stop your

vehicle as soon as it is safe to do so and
switch the engine off.  Have your vehicle
checked as soon as possible.

Engine Warning Lamps
WARNING

Under engine misfire conditions,
excessive exhaust temperatures
could damage the catalytic

converter, the fuel system, interior floor
coverings or other vehicle components,
possibly causing a fire. Have your vehicle
checked as soon as possible.

Malfunction Indicator Lamp

Service Required Indicator Lamp

If it illuminates when the engine is running
this indicates a malfunction.  Drive in a
moderate fashion (avoid heavy
acceleration and deceleration) and have
your vehicle immediately serviced.
If it flashes when you are driving, reduce
the speed of your vehicle immediately.
If both lamps illuminate when the engine
is running, stop your vehicle as soon as it
is safe to do so.  Continuing to drive your
vehicle may cause reduced power or the
engine to stop.  Switch the ignition off and
attempt to restart the engine.  Have your
vehicle checked as soon as possible.

Fasten Seatbelt Warning Lamp

E71880
It illuminates and a chime
sounds until you fasten the
seatbelts.

Headlamp High Beam Indicator
It illuminates when you switch
the headlamp high beam on.

Ignition Warning Lamp
If it illuminates when the engine
is running this indicates a
malfunction.  Switch off all

unnecessary electrical equipment.  Have
your vehicle checked as soon as possible.

Lamps on Indicator
It illuminates when you switch
the headlamp low beam or the
side and rear lamps on.

Lane Departure Warning Indicator
It illuminates when you switch
the system off.
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It illuminates when the system is not
available and may indicate that the system
requires service.  Have your vehicle
checked as soon as possible.

Low Fuel Level Warning Lamp
If it illuminates when you are
driving, refuel as soon as
possible.

Low Tire Pressure Warning Lamp
(If Equipped)

It illuminates if the tire pressure
in one or more tires is below the
correct pressure.

See Tire Pressure Monitoring System
(page 266).

Low Washer Fluid Level Warning
Lamp

E132353
It illuminates when the washer
fluid is low.

Message Center Indicator
It illuminates when a new
message is stored in the
information display.

The indicator is red or amber depending
on the severity of the condition and it
remains on until the condition is resolved.
See Information Messages (page 90).

Oil Pressure Warning Lamp
WARNING

If it illuminates when you are driving
do not continue your journey, even if
the oil level is correct. Have your

vehicle checked.

If it illuminates when the engine
is running this indicates a
malfunction.  Stop your vehicle

as soon as it is safe to do so and switch the
engine off.

Check the engine oil level.  If the oil level is
sufficient, this indicates a system
malfunction.  Have your vehicle checked
immediately.

Stability Control and Traction
Control Indicator

E138639
Flashes during operation.
If it does not illuminate when you
switch the ignition on, or remains

on when the engine is running, this
indicates a malfunction.  Have your vehicle
checked as soon as possible.
Note:The system automatically turns off
if there is a malfunction.
See Stability Control (page 150). See
Traction Control (page 149).

Stability Control and Traction
Control Off Warning Lamp

E130458
It illuminates when you switch
the system off.

Transmission Tow/Haul Warning
Lamp

E161509
It illuminates when you switch
the system on.
If it flashes when the engine is

running this indicates a malfunction and
could lead to transmission damage that
may not be covered by the vehicle
Warranty. Have your vehicle checked as
soon as possible.
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AUDIBLE WARNINGS AND
INDICATORS
Airbag Secondary Warning
Sounds when there is a fault with the
airbag system and the airbag warning
lamp.

Door Ajar
Sounds when a door is not fully closed and
your vehicle is moving.

Exterior Lamps On
Sounds when you remove the key from the
ignition and open the driver door, and you
have left the headlamps or parking lamps
on.

Gearshift Lever not in Park (P)
Sounds when the driver door is open, the
key is in the ignition and the gearshift lever
is not in park (P).

Key in Ignition
Sounds when the driver door is open and
the key is in the ignition.

Parking Brake On
Sounds when the parking brake is on and
your vehicle is moving. If the warning chime
continues to sound when you release the
parking brake, have the system checked
by an authorized dealer.

Safety Belt Minder
WARNINGS

The safety belt minder remains in
stand-by mode when the driver's
safety belt has been fastened. It will

sound if the driver's safety belt is
unfastened.

WARNINGS
Do not sit on top of a fastened safety
belt to prevent the safety belt minder
from coming on. The occupant

protection system will only provide
optimum protection when you use the
safety belt correctly.

Sounds when a safety belt is unfastened
in an occupied seat and your vehicle is
moving.
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GENERAL INFORMATION

WARNING
Driving while distracted can result in
loss of vehicle control, crash and
injury. We strongly recommend that

you use extreme caution when using any
device that may take your focus off the
road. Your primary responsibility is the safe
operation of your vehicle. We recommend
against the use of any hand-held device
while driving and encourage the use of
voice-operated systems when possible.
Make sure you are aware of all applicable
local laws that may affect the use of
electronic devices while driving.

You can control various systems on your
vehicle using the information display
controls on the steering wheel.
The information display shows the
corresponding information.

Information Display Controls

E138659
• Press the up and down arrow buttons
to scroll through and highlight the
options within a menu.

• Press the right arrow button to enter a
submenu.

• Press the left arrow button to exit a
submenu.

• Press the OK button to choose and
confirm settings or messages.

Menu Structure
You can access the menu using the
information display control.

E204495
This icon gives you the ability to
switch a feature on or off. A
check in the box indicates the

feature is enabled, and unchecked
indicates the feature is disabled.
Note:Some options may appear slightly
different or not at all if the items are
optional.

Main Menu

Trip computer 1

Trip computer 2

Information

Settings
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Trip computer 1
Trip computer 2

Dist to empty

Trip Odometer

Trip Timer

Gear ShiftingFord EcoModeAverage Fuel

Anticipation

Speed

Information

Outside Temp.

Digital Speedometer

All Values1

1 This feature is seen on high level clusters.

Note:The trip computer readings can be
reset independently. See Trip Computer
(page 89).

Information

Driver Alert

DEF Level

Exhaust Filter

Engine Hours

Engine Hours

Trailer Brake

MyKey

MyKey Info

System Check
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Settings

Traction CtrlDriver Assist

Auto Exh.Clean

Driver Alert

Tire Monitor

AutoPower Step

Deploy

Off

ElectricTrailer Brake

Elec.-Hydraulic

Lane Keeping

Navigation infoDisplay

Choose your applicable setting.Language

Choose your applicable setting.Distance

Choose your applicable setting.Temperature

DisplayCompassConvenience

Calibrate

AutolockLocks

Autounlock

Global Unlock

Custom Lock

Create MyKeyCreate MyKeyMyKey

Always OnTraction Ctrl

User selectable

Choose your applicable setting.Max Speed

Off

Choose your applicable setting.Speed Warning
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Settings

Off

Volume Limiter

Clear MyKeyClear MyKeys

System Check
All active warnings will display first if
applicable. The system check menu may
appear different based upon equipment
options and current vehicle status. Use the
up and down arrow buttons to scroll
through the list. See Information
Messages (page 90).

TRIP COMPUTER
Resetting the Trip Computer
Press and hold OK on the current screen
to reset the respective trip, distance, time
and average fuel consumption information.

All Values
Indicates all the respective trip, distance,
time and average fuel consumption
information.

Average Fuel Consumption
Indicates the average fuel consumption
since the function was last reset.

Distance to Empty
Indicates the approximate distance your
vehicle will travel on the fuel remaining in
the tank. Changes in driving pattern may
cause the value to vary.

Outside Air Temperature
Shows the outside air temperature.

Trip Odometer
Registers the distance traveled of
individual journeys.

Trip Timer
Registers the elapsed time of individual
journeys or the total time since the function
was last reset.

Digital Speedometer
Provides a digital display of the current
vehicle speed.

PERSONALIZED SETTINGS
Measure Units
You can choose personalized settings
using the information display control on
the steering wheel. See Information
Displays (page 86).
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To swap between imperial and metric units, scroll to:

Action and DescriptionMessage

Press the OK button.Display

Choose your applicable setting. Press the OK button.Measure unit

Swapping between imperial and metric units will affect the
following displays:
• Average fuel consumption.
• Distance to empty.
• Odometer.
• Outside temperature units.
• Trip odometer.
• Digital Speedometer.

INFORMATION MESSAGES

E130248

Press the OK button to acknowledge and
remove some messages from the
information display.  The information
display will automatically remove other
messages after a short period of time.
You need to confirm certain messages
before you can access the menus.

The message indicator
illuminates to supplement some
messages.

The indicator is red or amber depending
on the severity of the condition and it
remains on until the condition is resolved.
A system-specific symbol with a message
indicator may supplement some
messages.
Note: Depending on your vehicle options
and instrument cluster type, not all of the
messages will display or be available.  The
information display may abbreviate or
shorten certain messages.

Airbag

ActionMessage

Have your vehicle checked as soon as possible.Airbag fault Service now
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Battery and Charging System

ActionMessage

Stop your vehicle as soon as it is safe to do so and switch the
engine off.

Electrical system over-
voltage Stop safely

Have your vehicle checked as soon as possible.

Displays if the battery is low or has no charge.  Switch off all
unnecessary electrical equipment.  Have your vehicle checked
as soon as possible.

Battery low See manual

Diesel Exhaust Fluid Level

ActionMessage

Indicates the approximate distance remaining before the
diesel exhaust fluid tank will be empty. Refill the diesel
exhaust fluid tank as soon as possible.

DEF level low Range XXX
mi Refill now

Indicates the approximate distance remaining before the
diesel exhaust fluid tank will be empty and when it will restrict
your vehicle speed. Refill the diesel exhaust fluid tank as soon
as possible.

DEF level empty YY MPH
max in XXX mi

Indicates that the diesel exhaust fluid tank is empty and that
your vehicle speed is being restricted. Refill the diesel exhaust
fluid tank as soon as possible.

DEF level empty Speed
limited to YY MPH

Indicates that the diesel exhaust fluid tank is empty and that
your vehicle speed will be restricted when you restart your
vehicle. Refill the diesel exhaust fluid tank as soon as possible.

DEF level empty YY MPH
max Upon restart

Indicates that the diesel exhaust fluid tank is empty and that
the engine will soon be restricted to idle operation.

DEF level empty Engine
idled soon

Indicates that the diesel exhaust fluid tank is empty and that
the engine is restricted to idle operation.

DEF level empty Engine
idled See manual
Note:When filling the diesel exhaust fluid tank from empty, there may be a short period
before the increased diesel exhaust fluid level is registered. The system must register the
increased diesel exhaust fluid level before your vehicle will return to full power.

Diesel Exhaust Fluid System Malfunction

ActionMessage

Indicates that your vehicle speed will soon be restricted.DEF fault YY MPH max in
XXXX mi
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ActionMessage

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Indicates that your vehicle speed is restricted.DEF fault Speed limited
to YY MPH The system has detected a fault that requires service.  Have

your vehicle checked as soon as possible.

Indicates that the engine will soon be restricted to idle oper-
ation.

DEF fault Engine idled
soon

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Indicates that the engine is restricted to idle operation.DEF fault Engine idled
See manual The system has detected a fault that requires service.  Have

your vehicle checked as soon as possible.

Indicates that your vehicle speed will be restricted when you
restart your vehicle.

DEF level empty YY MPH
max Upon restart

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Door Open

ActionMessage

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the door.

Driver door ajar

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the door.

Driver side rear door ajar

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the door.

Passenger door ajar

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the door.

Passenger side rear door
ajar

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the hood.

Hood open

Stop your vehicle as soon as it is safe to do so, shift into park
(P), apply the parking brake and close the door.

Rear load compartment
door ajar
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Engine

ActionMessage

Have your vehicle checked as soon as possible.Engine fault Service now

Displays when the engine temperature is too high.  Stop your
vehicle as soon as it is safe to do so, switch the engine off
and allow it to cool.  If the problem persists, have your vehicle
checked as soon as possible.

High engine temperature
Stop safely

See Engine Coolant Check (page 218).

Lighting

ActionMessage

Displays if a brake lamp bulb fails.Brake lamp Bulb fault
See Lighting (page 73).

Displays if a low beam bulb fails.Low beam Bulb fault
See Lighting (page 73).

Displays if an electrical malfunction occurs with the headlamp
system.  Have your vehicle checked as soon as possible.

Headlamp fault Service
required

Maintenance

ActionMessage

Displays when the engine oil life is depleted and your vehicle
requires an oil change.

Oil change required

See Engine Oil Check (page 216).

Displays if the system detects there is excess water in the
fuel filter.

Water detected in fuel
Service required

See Draining the Fuel Filter Water Trap (page 224).

Displays if the brake fluid level is low or if there is a brake
system fault.  Have your vehicle checked immediately.

Brake fluid level low
Service now

See Brake Fluid Check (page 223).

Displays when the washer fluid is low and needs to be refilled.Washer fluid level low
See Washer Fluid Check (page 223).
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Occupant Protection

ActionMessage

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Service Beltminder

Parking Aid

ActionMessage

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Parking aid fault Service
required

Parking Brake

ActionMessage

Displays when the parking brake is set, the engine is running
and your vehicle speed is above 3 mph (5 km/h).

Park brake applied

If the warning message remains on after you have released
the parking brake, the system has detected a fault that
requires service.  Have your vehicle checked as soon as
possible.

Starting System

ActionMessage

Displays when you start your vehicle as a reminder to fully
press the brake pedal.

Press brake to start

See Starting and Stopping the Engine (page 113).

Displays if your vehicle fails to start.Cranking time exceeded
See Starting and Stopping the Engine (page 113).

Tire Pressure Monitoring System

ActionMessage

Displays if the tire pressure in one or more tires is below the
correct pressure.

Low Tire Pressure
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ActionMessage

See Tire Pressure Monitoring System (page 266).

The system has detected a fault that requires service.  Have
your vehicle checked as soon as possible.

Tire Pressure Monitor
Fault

See Tire Pressure Monitoring System (page 266).

Displays if the system detects a fault with a tire pressure
sensor or the spare tire is in use.

Tire Pressure Sensor
Fault

See Tire Pressure Monitoring System (page 266).
If the warning message remains on after you have checked
the tire pressures, the system has detected a fault that
requires service.  Have your vehicle checked as soon as
possible.
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MANUAL CLIMATE CONTROL

E147011

A EB DC

Fan speed control: Controls the volume of air circulated in your vehicle. Adjust
to select the desired fan speed or switch off. If you switch the fan off, the
windshield may fog up.

A

Recirculated air: Press the button to switch between outside air and
recirculated air. When you select recirculated air, the air currently in the
passenger compartment recirculates. This can reduce the time needed to cool
the interior, when used with A/C, and reduce unwanted odors from entering
your vehicle.

B

Note: Recirculation air may turn off automatically, or be prevented from turning
on in all airflow modes except MAX A/C to reduce risk of fogging. Recirculated
air may also turn on and off automatically in instrument panel or instrument
panel and floor airflow modes during hot weather to improve cooling efficiency.
Temperature control: Controls the temperature of the air circulated in your
vehicle. Adjust to select the desired temperature. If you select MAX A/C, the
system distributes recirculated air through the instrument panel air vents. This
mode is more economical and efficient than normal air conditioning. Turn the
temperature control to maximum heat to turn the auxiliary heater on

C

Air conditioning: Press the button to switch the air conditioning on or off. To
improve air conditioning when starting your vehicle, drive with the windows
open for two to three minutes.

D

Air distribution control: Adjust to select the desired air distribution.E

Select to distribute air through
the instrument panel air vents.

Select to distribute air through
the instrument panel air vents
and footwell air vents.
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Select to distribute air through
the footwell air vents.

Select to distribute air through
the windshield air vents and
footwell air vents.

Select to distribute air through
the windshield air vents. You can
also use this setting to defog or

clear the windshield of a thin covering of
ice. You can also increase the temperature
and fan speed to improve clearing.

HINTS ON CONTROLLING THE
INTERIOR CLIMATE
General Hints
Note:Prolonged use of recirculated air may
cause the windows to fog up.
Note:A small amount of air may be felt
from the footwell air vents regardless of the
air distribution setting.
Note:To reduce humidity build-up inside
your vehicle, do not drive with the system
switched off or with recirculated air always
switched on.
Note:Do not place objects under the front
seats as this may interfere with the airflow
to the rear seats.
Note:Keep the air intakes in front of the
windshield free from obstruction (such as
snow or leaves) to allow the climate control
system to function effectively.
Note:To reduce fogging of the windshield
during humid weather, adjust the air
distribution control to the windshield air
vents position. Increase the temperature
and fan speed and press the A/C button to
improve clearing, if required.

Heating the Interior Quickly
• Adjust the fan speed to the highest
speed setting.

• Adjust the temperature control to the
highest setting.

• Adjust the air distribution control to the
footwell air vents position.

Recommended Settings for
Heating
• Adjust the fan speed to the second
speed setting.

• Adjust the temperature control to the
midway point of the hot settings.

• Adjust the air distribution control to the
footwell and windshield air vents
position.

Cooling the Interior Quickly
• Adjust the fan speed to the highest
speed setting.

• Adjust the temperature control to the
MAX A/C position.

• Adjust the air distribution control to the
instrument panel air vents position.

Recommended Settings for
Cooling
• Adjust the fan speed to the second
speed setting.

• Adjust the temperature control to the
midway point of the cold settings.

• Adjust the air distribution control to the
instrument panel air vents position.

Vehicle Stationary for Extended
Periods During Extreme High
Ambient Temperatures
• Apply the parking brake.
• Move the transmission selector lever
to position P or neutral.
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• Adjust the temperature control to the
MAX A/C position.

• Adjust the fan speed to the lowest
speed setting.

Side Window Defogging in Cold
Weather
• Adjust the air distribution control to the
instrument panel and windshield air
vents positions.

• Press the A/C button.
• Adjust the temperature control to the
desired setting.

• Adjust the fan speed to the highest
setting.

• Direct the instrument panel side air
vents toward the side windows.

• Close the instrument panel vents.

Maximum Cooling Performance in
Instrument Panel or Instrument
Panel and Footwell Positions
• Adjust the temperature control to the
lowest setting.

• Press the A/C and recirculated air
buttons.

• Adjust the fan speed to the highest
setting initially and then adjust it to suit
the desired comfort level.

REAR PASSENGER CLIMATE CONTROLS

E175829

A B

Fan speed control: Adjusts the volume of air circulated in the vehicle.A
Temperature and air distribution control: Controls the temperature of the
air circulated in your vehicle. Adjust to select the desired temperature and
distribution. Cool air distributes through the top air vents and warm air distributes
through the rear floor vents.

B
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Note:Switch the air conditioning on to cool
the air through the rear air vents.

HEATED WINDOWS AND
MIRRORS
Heated Rear Window (If Equipped)
Note:Make sure the engine is running
before operating the heated windows.
Note:The heated rear window button is
located on the instrument panel, near the
instrument cluster.

E72507
Press the button to clear the
heated rear window of thin ice
and fog.  The heated rear

window will automatically turn off after a
short period of time.
Note: Do not use razor blades or other
sharp objects to clean or remove decals
from the inside of the heated rear window.
The vehicle warranty does not cover
damage caused to the heated rear window
grid lines.

Heated Exterior Mirrors
When you switch the heated rear
window on, the heated exterior
mirrors will automatically turn

on.
Note:Do not remove ice from the mirrors
with a scraper or adjust the mirror glass
when it is frozen in place.
Note:Do not clean the mirror housing or
glass with harsh abrasives, fuel or other
petroleum-based cleaning products.
Note:On vehicles without a heated exterior
mirror button, the mirrors turn on
automatically when you switch the heated
rear window on.
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